REPORT 1019

CONTENTS
Page Page
SUMMARY . e aoloooo__. 305 ExpERIMENTAL REsSCLTs IN PUBLISHED LITERATGRE____.__. 320
INTRODUCTION - - - o el 305 Capeacitance Sparks_ _________ . ________________ .. 320
I—IGNITION BY HEATED SURFACES. ___.___________ 305 Effect of mixture eomposition_ ... ____._________. 320
TERMINOLOGY - — - 305 Effect of electrode spaeing . _______________________ 320
Ignition Temperatures_ . __________ 305 Effect of electrode material and configuration______._ 321
Limits of Inflammability . __________________________ 307 Effect of spark potential ... ________ .o 321
ExperIMENTAL REsuLTs 1N PrsuiseEp LitEratvre. . ______ 3808 Effect of mixture velocity and spark duration.._____ -~ 322
Effeet of Mixture Composition____ .. ______________ 308 Electrostatic sparks . - . e eeea 322
Ignition temperatures. ... ..__._.._.._.._._ 308 Inductance Sparks_ . ___ .. 322
Zones of ignition and nonignition.._..____________._. 308 Effect of mixture composition . .-~ oo oooooo-_ 322
Effect of Varying Ignition Leg. . _________.___________ 310 Effect of electrode spaeing._ .. . oo 322
Ignition lag of quiescent mixtures._________________ 310 Effect of electrode materiat . _____________________._ 323
Ignition lag of mixtures ignited by heated spheres Effect of circuit inductance and potential ... _._____. 323
£ ﬁ’}ﬂ‘: “;?—:D o ooeonmooereeeeeeeeeeeoe e gg Effect. of type of current in eireuit.____.__.__.._.__ .. 324
eot of turbulenee______________________________ N
Effect, of Surface Condition and Composition_ . _____ 313 Eﬁec‘t, of Gas Pressures and Temperatures..... - 824
Rt A YIng PresSUre. oo ecmccme—eeno 324
Open. plates in b L E bbb 313 Varying temperature__ __ __ .. 326
Varying surface compositions.____________________ 313
Varying surface conditions__ . _____________________ 314 Effect of Diluents oo 328
Effect of Varying Ignition Surface Area_ . .. ._______ 315 ITI—IGNITION BY FLAMES OR HOT GASES__________ 329
Heated PlateS o oo oo e eee 315 ErreEcr or VaryiNG MXTURE COMPOSITION - _____..______ 329
Heated WireS - — - o o o e 315 LonTing Size or OpeExINGS FoR Fraume ProracaTroN.._..__ _ 320
Heated partieles - oo oo 315 ErrecT oF Gas PRESSURES aND TEMPERATURES ___________ 330
Effeet of Varying Fuel Composition____________________ 316 ErrecT oF DinuvenTts. .. 332
Effect of Varying Pressure_______________._________.___ 317 IV—RELATION OF PUBLISHED DATA TO AIRCRAFT- .
Effect of Diluents_ .o 317 FIRE PROBLEM ______ . 332
II—IGNITION BY ELECTRIC SPARKS AND ARCS____ 318 IaniTiON BY HEATED SGRPACES. oo ... 332
T ERMINOLOGY - - e e oo e o e e e e 318 IenrTiON BY ELECTRIC SPARES AND ARCS__________________ 334
Capacitance Sparks__ _ ____ __________ . _____ 318 IeNiTION BY Frames or Hor GasEs.. . _______._ 335.
Inductance Sparks_ __ _________ 318 CONCLUBIONS e e e e e 335
Fusion Sparks . oo 319 REFPERENCES . - - o e 336
Ainimum Spark-Ignition Energy . ___ 319 BIBLIOGRAPHY . o e 338
Quenching Distanee. e 319 A BLES o e e e ————— . 340







REPORT 1019

RELATION BETWEEN INFLAMMABLES AND IGNITION SOURCES IN
AIRCRAFT ENVIRONMENTS'

By WILFRED E, ScuLL

SUMMARY

A literature surcey was conducted to determine the relation
between atrcraft ignition sources and inflammables. Available
literature applicable to the problem of aircraft fire hazards is
analyzed and discussed herein. Data pertaining to the effect
of many rariables on ignition temperatures, minimum ignition
pressures, minimum spark-ignition energies of inflamma-
bles, quenching distances of electrode econfigurations, and size
of openings through which flame will not propagate are pre-
sented and discussed. Ignition temperatures and limits of in-
Aammability of gasoline in air in different test encironments,
and the minimum ignition pressures and minimum gize of open-

ings for flame propagation in gasoline-air mixtures are in--

cluded; inerting of gasoline-air mirtures is discugsed.

The results of the survey indicate the possibility of reducing
airerafi-fire hazards by:

(1) Preventing contact of fuels or fuel rapors with the hot
exhaust surfaces

(2) Releasing an extinguishing agent inside of and around
the exhaust system if a crash is imminent

(8) Reducing the temperature of the erhaust duct or gases
below the surface-ignition temperatures of gasoline and lubri-
cating oil in the erent of a crash

4) Increasing the surface-ignition temperatures of gasoline
and lubricating oil

(8) Using fuels of reduced volatility

(6} Eliminating the electrical generating system ag an igni-
tion hazard in the erent of a crash

{7} Inerting the engine nacelles and wing compartments.

INTRODUCTION

As & part of the aircraft-fire-research program, a literature
survey was conducted at the NACA Lewis laboratory during
1949-50 to determine the relation betwe8n inflammables and
ignition sources. An effort has been made to correlate the
limited data available with the problem of fire hazards in air-
craft environments. The results of the survey arepresented
in three parts corresponding to the main sources of ignition
in aircraft environments; that is, heated surfaces, electric
sparks and arcs, and flames or hot gases.

The following variables have been considered in the igni-
tion of fuels or fuel vapors by the different ignition sources:

Heated surfaces Electrie sparks and ares Flames or hot gases
Ignition temperature pe of spar Mixture composition
ure composition Kyl nimum lpa;rk {gonftiqn | Mixturee duratfon
tion ENETgyY Limiting s of o Pening:
are veloclty Mixture compogitfon for ﬂam.e propagatiol
Mixture turbalence Electrode spacing Birs, shape, and material of
Condition and composi- | Electrode material and con- pen!ngs for flame propa-
tion of the tion figuration tion
surface Spark otential Mixture pressure
]}:;n.l on surface area fon Mixture temperature
uel composition veloeity Effect of dluents
Mixture pressure Mixture pressure
Effect of dfluents Mixtare tempemture
Effect of dfluents

Although quantitative agreement among the large quanti-
ties of data in the literature is not to be expected because of
the many different experimental techniques used, it is be-
lieved that comparison of the effects of the different variables
as compiled herein will provide valuable information toward
reducing aircraft-fire hazards.

I—IGNITION BY HEATED SURFACES

Although the data pertaining to the ignition of inflammable
mixtures by heated surfaces are quite extensive, little agree-
ment exists in technique, terminology, or results of various
investigators. In the following discussions, an effort has
been made to allow for different experimental techniques and
to use & system of nomenclature presently acceptable in the

combustion field.
TERMINOLOGY

IGNTTION TEMPERATURES .

The ignition temperature of an inflammable mixture is the
minimum temperature to which the mixture must be raised
in order that the rate of heat loss from the mixture is more
than balanced by the rate at which heat is evolved from the
mixture by exothermic chemical reaction. At this tempera-

ture, the reaction becomes self-accelerating and the tempera-
ture inecreases until self-propagating inflammation of the

mixture occurs. A definite lag during which the reaction is
self-sccelerating thus exists,
determined by the rapidity of acceleration of the reaction
velocity.
of an inflammable is & mixture temperature and does not
necessarily correspond to and may be considerably lower
than the inflammation temperature or mixture temperature
at the instantaneous appearance of flame. The ignition
temperature of an inflammable, therefore, cannot be regarded

1 Bupersedes NACA TN 2227, “Relstion Between [nflammables and Ignition Sources in Afreraft Environments” by Wilfred E. Seull, 1850.
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Defined in this manner, the ignition temperature

the magnitude of which is
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as a physical constant, but must depend on the experimental
conditions under which it is determined. Mixture composi-
tion, pressure, and temperature and the presence of catalysts
or inhibitors, which accelerate or delay the reaction, are
some of the variables affecting the lag before inflammation.
The lowest temperature at which any quantity of inflammable
will ignite is known as the minimum ignition temperature
of the inflammable for the experimentel method employed.

Efforts of various investigators to determine the ignition
temperatures of inflammables have resulted in different
methods of attaining the mixture temperature at which
self-accelerating reaction begins. As a result of these ex-
perimental methods and the difficulties of determining the
defined ignition temperature, many of the ignition tempera-
tures reported in the literature are the temperatures of
heated elements, which raise the mixture temperature to a
level of self-accelerating reaction. These heated element
temperatures are not necessarily the same as the ignition
temperature of the mixture. In general, the temperatures
reported hereinafter are specifically designated as to the
temperature actually measured.

The most important methods employed to determine the
ignition temperatures are as follows:

(1) Crucible methods—static and dynamic

(2) Dynamic heated-tube method

(3) Adiabatic-compression method

(4) Bomb method.

In all these methods, various criterions have been chosen
as indications of ignition and inflammation. A sudden
rapid pressure rise, an increase in temperature, or both, have
been used as indications of ignition, whereas the appearance
of flame or explosive sourids have been teken to indicate
mixture inflammation.

The crucible methods (static or dynamic, depending on
whether the supporting atmosphere in the crucible is quies-
cent or flowing) appear to be the most popular methods of
determining the ignition temperatures of liquid inflammables.
Also known as the oil-drop methods, the crucible methods
are variations of a method described in references 1 and 2.
Essentially, the method consists in dropping a drop of the
inflammable liquid through an opening into a crucible fitted
into a heated iron or steel block containing either quiescent
or flowing air or oxygen. The crucible temperature and ig-
nition lag are measured when the droplet bursts into flame.
A precise knowledge of the exact mixture composition at the
instant of ignition is unobtainable. Furthermore, the latent
heat of vaporization of the droplet must be supplied by the
system. In these methods, experimentally measured igni-
tion temperatures are the temperatures of the heated erucible
surfaces causing ignition.

The dynemic heated-tube method, which attempts to
nullify the effect of enclosing surfaces, is deseribed in refer-
ence 3. In this method, the owing inflammable vapor and
the supporting atmosphere are separately heated in concen-
tric quartz or pyrex tubes. Theinflammable vapor is metered
into the supporting atmosphere in the large tube through a
small orifice in the end of the small tube. In this case, the
experimentally measured ignition temperature is the mixture
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temperature at which inflammation occurs after 2 measured
time lag. Such a method permits easy variation of the
inflammable over-all mixture composition.

A description of the adiabatic-compression method of
determining ignition temperatures is given in reference 4.
In this method, the inflammable mixture of vapor and air
or vapor and oxygen is suddenly compressed. Ignition
occurs after a lag depending on the temperature reached by
the compression process. The ignition temperature is com-
puted from the experimentally measured compression ratio.
This method is advantageous in that the mixture composition
is known, accurate ignitionlag measurements are possible, and
the relatively cold walls of the compression cylinder preclude
any catalytic influence. Disadvantages of such a method
are the large cooling losses, the difficulty of determining the
exact value of the compression exponent v, and the fact
that the experimentally determined ignition temperature
pertains to the compression pressure.

The bomb or heated-chamber method of determining igni-
tion temperatures is deseribed in reference 5. Essentially,
the method consists in introducing an inflammable mixture
into an evacuated chamber heated to a known temperature.
The experimentally measured ignition temperature is taken
as the chamber temperature that causes ignition after a
measured ignition lag. Disadvantages of the method are the
possible catalytic effects of the chamber surface and the heat
required to increase the mixture temperature to the chamber
temperature. Advantages of the method are the knowledge
of the mixture composition and the ease with which normal-
length ignition lags can be measured. Very small ignition
lags are difficult to measure because of the time interval re-
quired to admif the mixture to the chamber.

The results of all these methods are affected by the experi-
mental conditions and characteristics of the inflammables
investigated. Some of the factors significantly affecting the
experimentally determined ignition temperatures of inflam-
mable substances are:

(1) Fuel composition

(2) Fuel-air or fuel-oxygen ratio

(3) State of inflammable—-vapor or liquid

(4) Size of inflammable drop

(5) Mixture pressure and temperature

(6) Relative stagnation of mixture—turbulent or quics-
cent

(7) Thermal conductivity of mixture

(8) Ignition-lag period

(9) Surface composition and physical character of ignition
element.

(10} Surface area of ignition element

(11) Swrface-volume ratio of ignition chamber

(12} Ignition-element temperature

(13) Approach to ignition temperature—from mixiure
temperatures above or below ignition temperature

(14) Method of introduction of inflammable to ignition
element.

As a result of the effects of these variables on ignition
temperature, the experimentally determined ignition temper-
ature of an inflammable may be different in various sources of
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information. Data from the same source, however, show
the trends and the relative effects of different variables.

LIMITS OF INFLAMMABILITY

The limits of inflammebility of & mixture, also known as
the inflammation or explosive limits, are those proportions,
generally volumetric, of fuel in air or oxygen that are just
capable of self-propagation of flame throughout the entire
mixture once inflammastion has been initiated in a portion of
the mixture. These limits are generally determined for up-
ward, continuous self-propagation of a flame in a vertical
tube of sufficient diameter such that the wall cooling effects
are negligible. Alixtures just below the lower limits or just
above the upper limits of inflammability may burn around
the ignition source, but are incapable of propagating flame
throughout the entire mixtures. In addition, the mixture
volume must be large enough that the flame may still
propagsate even after the energy input required for the initial
inflammsation has been dissipated. For any particular
inflammable, the [imits of inflammability are affected by the
direction of flame propagation, type of test apparatus, the
amount of water vapor present in the mixture, and the
mixture pressure and temperature.

Flame progress may be assisted or retarded by convection
depending on whether the flame propagationisin an upward,
horizontal, or downward direction; therefore a statement of
the method of observation of the limits of inflammability is
necessary. Generally, wider limits are found for upward than
for downsward flame propagation at atmospheric pressure and
temperature. Datsa from reference 6 indicate that the Iower
and upper limits of inflammability of methane in air at
atmospheric conditions, as determined for upward flame
propagation, are increesed and decreased, respectively,
approximately 10 percent for downward flame propagation.
Values reported herein are for upward Same propagation
unless specified otherwise.

The effect of the type of test apparatus and the method
of ignition used in the determination of the inflammability
limits of various mixtures are minor. The inflammability
range of several mixtures increased with increasing tube di-
ameter up to a tube diameter of 2 inches, because of the de-
creased cooling effect of the walls. At atmospheric pressure,
tube diameters greater than 2 inches have very litile effect
on the limits. In addition, literature indicates (reference 7)
that inflammability limits are unaffected by the method of
ignition—spark, flame, or fusion of & platinum wire.

The lower limit of inflammability of a mixture is only
slightly affected by the amount of water vapor present in
the normal atmosphere. Yater-vapor presence reduces the
upper limit because of displacement of oxygen by the water
vapor. Because the amount of oxygen is important in an
upper-limit mixture, the amount of inflammable capable of
being ignited decreases with the decreased oxygen content,
resulting in an over-all reduction of the upper inflammability
limit.

The effect of varying mixture temperature on the down-
ward propagation limits of inflammability of several mix-

tures is expressed in figure 1. The upper and lower limits
of inflammability of the various mixtures decrease and in-
crease, respectively, approximately linearly with decreasing
mixture temperatures.
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EXPERIMENTAL RESULTS IN PUBLISHED LITERATURE

Knowledge of the approximate temperature of heated
surfaces capable of causing ignition is desirable because
ignition of fire in aircraft may be caused by the exposure of
inflammables to heated surfaces. Published experimental
results for heated-surface ignition indicate the effects of a
number of different variable experimental conditions. As
far as possible, the results presented here are accompanied
by data specifying the experimental conditions.

EFFECT OF MIXTURE COMPOSITION

Ignition temperatures.—The relative effect of mixture
composition on the surface ignition temperatures of quiescent
natural-gas-air mixtures ignited by single electrically heated
nickel strips is shown in figure 2. The nickel strips of varying
widths were mounted in the center of a chamber of 4%-cubic-
foot capacity. The surface temperatures of the heated strips
were measured by peencd-in thermocouples. For the various
widths of the heated ignition surfaces, the surface ignition
temperature of the mixture increases approximately linearly
with increasing proportions of natural gas in the mixture
between the limits of inflammability. A few comparative
experiments with methane in place of natural gas indicated
that these mixtures ignited at approximately 30° F greater
surface ignition temperatures than the natural-ges-air mix-
tures. Other investigations (reference 5, for example)
indicated that the ignition temperatures of methane-air and
natural-gas-air mixtures are lower than those of figure 2.
This discrepancy is explained in reference 11 by the fact that
the temperature of a heated ignition surface is greater than
the true ignition temperature of the mixture. Although the
ignition temperatures of methane-air and natural-gas-air
mixtures increase with increasing proportions of fuel; the
ignition temperatures decrease with inereasing proportions of
fuel for the higher hydrocarbons of the paraffin series. The
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chamber ignition temperatures of mixtures of the higher
paraffin hydrocarbons and air decrease with inercasing pro-
portions of fuel within the range investigated (fig. 3). It
might be expected from figure 3 that the ignition temper-
atures of mixtures of hydrocarbons and air might again
increase with increasing richness of the mixtures. Although
data from references 13 to 15 are erratic, it hws beon con-
cluded by the authors that the ignition temperatures of
individual mixtures of coal gas, benzene, toluene, methyl
alcohol, S-1 fuel, and air, which are approximately constant
over a wide range of fuel-air ratios, do increase eventually
with increasing richness of the mixtures.

The ignition temperafures of gasoline mixtures, like the
ignition temperatures of the higher paraffin hydroearbons,
decrease with increasing proportions of fuel within the range
of data available (figs. 4 and 5). The effect of the proportions
of fuel, oxygen, and nitrogen on the ignition temperatures of
gasoline mixtures as determined by the dynamic heated-tube
method is shown in these figures. Similar results are given
in reference 13. Without exception, various fuels investi-
gated singly in an engine at two engine speeds and with
hot-spot ignition showed sharp increases in the ignition
temperatures of lean mixtures.

Zones of ignition and nonignition.—Two types of ignition
may exist for the same fuel for certain oxygen-fuel ratios:
(1) A low-temperature ignition practically independent of
fuel concentration or oxygen-fuel ratio; and (2} & high-
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temperature ignition varying markedly with these variables.
The two types of ignition for gasoline-oxygen-nitrogen mix-
tures are indicated in figures 4 and 5. The ignition temper-

Oxygen-fuel rafo, by volume -
(a) Fuel, gasoline, 4.6 percent by volume.
(b) Fuels, 2,2,4-{rimethylpentane, 3.8 percent by volume and n-octane, 4.3 percent by volume,
Ficrrre 6.—Ignition characteristics of mixtures of fuel, oxygen, and pitrogen. Method of

fgnition, dynamic heated tube; supporting atmosphers flow, 230 cuble centimeters per
minnte at atmospheric pressure and temperature. (Data from reference 16.)

type of ignition. Dymnamic crucible tests reported in refer-
ence 17 indicate that readily ignited hydrocarbons, such as

* cetane, heptane, decane, and decahydronaphthalene exhibit
zones of nonignition above the minimum ignition temper-

atures. Similar results, presented in reference 18, indicate
that mixtures of straight-chain paraffins, containing three or
more carbon atoms and air exhibit zones of nonignition.
Oxidation-resistant hydrocarbons, such as benzene, toluene,
and 2,2 4-trimethylpentane exhibit no nonignition zone.
Ignition and nonignition zones as determined by the dynamic
heated-tube method are shown in figure 6 for mixtures of
gasoline, normel octane, and isooctane (2,2,4-trimethylpen-
tane) with oxygen and nitrogen. For a fixed proportion of
inflammsable, the minimum mixture ignition temperature is
independent of the oxygen-fuel ratio. The isooctane-oxygen
mixture does not exhibit zones of ignition and nonignition,
but the ignition temperature of the mixture decreases slightly

ature of gasoline in air corresponds to the high-temperature

with increasing oxygen-fuel ratios.
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The phenomenon of zones of nonignition may be due to
the oceurrence of low-temperature systems capable of cool-
flame initiation. Research into the slow combustion of the
higher hydrocarbons has shown that slow combustion re-
actions with accompanying incipient luminescence can be
initiated at 300° to 400° F (reference 18). The luminescence
increases with increasing temperatures until a cool flame
appears. The cool flames move slowly about the reaction
chamber, moving more slowly and becoming more diffuse
with increasing temperature until they finally diseppear
leaving behind products of the incomplete combustion
strongly aldehydic or peroxidic in character. At still higher
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témperatures, ignition and complete combustion of the mix-

ture is possible.

EFFECT OF YARYING IGNITION LAG

Ignition lag of quiescent mixtures.—The ignition tem-
perature of inflammable mixtures also depends on the igni-
tion Iag or induction period between introduction of the
mixture to the ignition source and the first indication of
inflammation. The effect of ignition lag on the surface or
chamber ignition temperature of various mixfures is ex-
pressed in figures 7 to 10. The ignition temperatures of the
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inflammable mixtures decrease almost hyperbolically with
increesing ignition lags. The minimum ignition tempers-
tures of the mixtures occur when the ignition temperature
no longer decreases with increasing time lag. The effect of
ignition lag on the ignition temperature of & mixture of
n-heptane and air as determined by the adiabatic compres-
sion method is shown in figure 8. Figure ¢ indicates the
effect of ignition lag on the surface ignition temperature of
gasoline in flowing oxygen as determined using the dynamic
crucible method. The ignition temperature of gasoline in
flowing oxygen after a 1.5-second lag is approximately 608° F,
whereas the minimum ignition temperature, corresponding
to a lag of 25 seconds, is approximately §44° ¥. The influ-
ence of ignition lag on the chamber ignition temperature of
aviation gasoline injected into four different heated steel
configurations is shown in figure 10. The minimum ignition
temperature of aviation gasoline as determined from these
date is approximately 455° F.

Data, from reference 21, which illustrate the effect of
ignition lag on the ignition temperature of aviation gasoline
ignited by the heated chamber method when the fuel (4.2
percent by volume in air) was injected from the top into a
vertical steel cylinder 12 inches in diameter and 12 inches
in height, are given in the following table:

Chamber
Ignition lag ignition
(sec) temperature
(5]
7 600
12 510
62 450 .

Ignition leg of mixtures ignited by heated spheres and
rods.—Ignition of inflammable mixtures has also been
effected by means of heated spheres shot into the mixture.
The effect of the diameter of the heated sphere on the surface
ignition temperatures of three fuel-air mixtures ignited by
heated quartz and platinum spheres shot into the mixtures at
an average velocity of 13.1 feet per second is shown in fig-
ure 11 (a). Ignition temperatures of the mixtures decreased
with increasing sphere diameter because of the greater igni-
tion area. The criterion for ignition used in reference 22
is the requirement that the initial rate of heat production by
the reaction should be greater than the heat loss by conduec-
tion. Using this criterion the investigator concludes that the
following is theoretically true for each initial sphere velocity:

AT, ~To) _pr, 5T, (1)
d

where

.} apparent energy of activation of mixture

« diameter of sphere

K constant characterizing gas mixture and sphere material

R gas constant

T, mixture temperature

T, heated sphere temperature
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Feoure 11.—Effect of sphere diameter on surface ignition temperature of three fuelalr
mixtures, at atmospherie pressure, ignited by heated quartzs and platinom spheres shot
into mixture at average veloclty of 13.1 feet per second. (Data from reference 22,)

The data of figure 11 (2) have been replotted in figure 11 (b).
The same relative effect of velocity on the ignition tem-
peratures of various inflammable mixtures is indicated in

figure 12. The ignition source is at rest in this case and the

mixture is in motion. The ignition temperature of the flow-
ing mixture is the temperature of a rod situated in the center
of a duet filled with flowing mixture and heated sufficiently
to cause ignition of the mixture. The measured velocity is
the velocity at the center of the duet. High mixture veloci-
ties correspond to short ignition lags; thus, the ignition
temperature of an inflammable mixture increases with
inereasing velocity of the mixture.

The effect of variation of rod diameter on the ignition
temperature of the mixture is expressed in figure 12 (b).
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For flowing mixtures ignited by heated metal rods, the follow-
ing equation (reference 23) may be applied:

E v
ptfmimle  w
|4
where
B,C constants
D heated-rod diameter
E  energy of activation of mixture

500
g0 150 200 £50° 00 350 400 450 500 560

R gas constant

T, flowing mixture temperature

T, heated-rod temperature

V' velocity of mixture flowing past heated rod

In cases of ignition of inflarnmable mixtures by both
heated spheres and heated rods, the ignition effcctivencss
depends on the temperature of the ignition source, the size
of the ignition source, and the duration of contact of the
mixture with the ignition source. Factors related to these
three criterions of ignition effectiveness are given in equa-
tion (2), which pertains to the ignition of flowing gas mixtures
by heated metal rods. A factor that pertains to the dura-
tion of contact of the mixiure with the ignition source is
lacking in equation (1), which involves the ignition of
quiescent gas mixtures by heated spheres shot into & mixture.
This omission appears to be due to the author’s criterion of
ignition (reference 22) that recognized heat losses only by
conduction.

Effect of turbulence.—Literature pertaining to the effect
of turbulence on the ignition temperature of inflammable
mixtures is not extensive. The available data contain no
quantitative measurements of the amount of turbulence.
Figure 13, which also includes the data of figure 2, indicates
the effect of gentle turbulence excited by a small fan at the
top of the ignition chamber on the ignition temperatures
of natural-gas-air mixtures. Mild turbulence of a mixture
decreases the mixture ignition temperatures. Subsequent
investigation (reference 12), however, has contradicted this

- result. When the turbulence is sufficiently great, the
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ignition temperatures are increased. According to figure 14,
gentle stirring of an aviation-gasoline-air mixture increases
the mixture ignition temperature approximately 30° F.
Similar data have been found concerning the effect of mild
turbulence on the ignition temperatures of stoichiometric
mixtures of methane and oxygen, and hydrogen and oxygen.
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FIGURE 14.—Influence of mfld turbulence on chamher ignition temperature of aviation ~

gasoline Injected Into top of steel cylinder, & Inches in diameter and 36 inches high, at
atmospheric pressure. (Data from reference 12.)

EFFECT OF SURFACE CONDITION AND COMPOSITION

Open plates in air.—Various data are available concerning
the ignition of fuels dropped on heated metal plates in open
air. Generally, the data indicate that the ignition temper-
ature of an inflammable liquid is much higher when dropped
on a heated metal plate in air then when dropped into a
heated metal tube that confines the inflammable mixture
to & high-temperature region. A comparison between the
ignition temperatures of various liquid aircraft inflammaebles
in these two environments is included in table I (aj. The
ignition temperatures of various inflammable liquids dropped
on an electrically heated sheet-iron or nickel plate in air are
presented in table I (b). According to reference 24, the
same results were obtained by vaporizing the liquids and
passing the vapor over the heated plates. Data from
reference 25 indicate that the ignition temperatures of
gasoline, gasoline-benzene mixtures, Diesel fuel, and motor
oil placed on heated iron plates varied from 1325° to
1400° F, but were lowered to 1000° to 1025° F when
copper plates were used. Droplets of lubricating oil at
750° F falling into a heated steel pipe were ignited at approx-
imately 840° F, but Diesel fuel at & temperature of 425° F
under the same conditions did not ignite below 1200° F.
The low ignition temperatures of lubricating oils are assumed
to be due to the greater instability of the complex molecules.
Lowering of the ignition temperatures of the inflammable
liquids by using copper plates may be due to the greater
thermal conductivity of the copper and differences in the
catalytic activity of the two surfaces.

Various Investigators (reference 26) have indicated that
heated surfaces in air, below temperatures of 950° F, do not
present serious fire hazards when sprayed with small amounts
of oil. Reference 27 indicates that oil explosions occur only

213637—53——21
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when oil vapor is confined to a high-temperature region.

Drops of oil placed on & plate heated to 1400° F would not

presented in reference 26, which indicate that lubricating
oils will not spontaneously ignite when dropped on either
bare open metal plates or thin asbestos mats heated to 950° F.
Light fractions, such as gasoline, immediately formed a
ball and gradually distilled away. Hearvier oils also vapor-
ized (probably accompanied by simultaneous cracking); the
vapors were diluted by air so quickly that no ignition could
oceur.

The results of actual tests conducted with a Napier Lion
reciprocating engine arc given in reference 12. Aviation
gasoline vapors confined within the exhaust pipe and exposed
to exhaust-pipe temperatures of 570° F ignited after a lag of
13 seconds. Quiside the exhaust pipe, aviation gasoline did
not ignite below temperatures of 850° F. Lubricating oil
ignited at exhaust-pipe temperatures of 625° F. This appar-
ent controversy over the ignition temperatures of oil or
gasoline ignited by heated surfaces is due to the fact that

ignite, but oil vapor ignited &t 750° . Similar results afre;__

hqmd oils or gasolines falling on heated metal plates in open

air are idealized experimental conditions that allow rapid
diffusion of the inflammable vapors. The higher ignition
temperature for the aviation gasoline is probably due to the
rapid local cooling of the exhaust pipe in contact with the
rapidly evaporating liquid. Heated metal pipes, exhaust
manifolds, or enclosed heated areas of an aircraft engine may
confine the inflammable vapors to high-temperature regions
for ignition-lag periods corresponding to low-temperature

ignition.

Varying surface compositions.—The ignition temperatures

of inflammable mixtures ignited by heated surfaces are
affected by the composition and the condition of the igni-
tion surfaces. The effect of the composition of the ignition
surfaces on the surface ignition temperatures of natural-
gas-air mixtures is shown in figure 15. The various steels,
copper, and Monel metal do not differ in their ignition
effectiveness as much as catalytically active platinum differs
from nickel. The abnormal effect of molybdenum is prob-

ably associated with the rapid oxidation properties of the

metal. In all the experiments with molybdenum strips,
dense clouds of oxides were formed. Tungsten, however,
which oxidizes readily at high temperatures, did not oxidize
vigorously until raised to temperatures higher than those
required for surface ignition of the natural-gas—air mixtures.

The following data, from reference 19, indicate the effect of

the ignition-surface composition on the surface ignition
temperatures of gasoline as determined in air by the dynamic
crucible method:

-
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Similar data are contained in table IT concerning the effect
of ignition-surface composition on the ignition temperatures
of liquid fuels dropped into heated containers. In each case,
catalytically inactive pyrex surfaces ignited inflammable
mixtures at temperatures lower than those of metal surfaces.
Discrepancies in ignition temperatures for the same sub-
stences in table II are probably due to different experimental
techniques. Of the metal ignition surfaces with about the
same degree of catalytic activity, those surfaces having the
highest thermal conductivities had the lowest ignition. tem-
peratures. The effect of ignition-surface composition on the
surface ignition temperatures of varying mixtures of a stand-
ard reference gasoline and benzene in air is indicated in
figure 16. The ignition temperatures of the mixtures, ex-
cepting approximately 100-percent benzene, are 35° to 155° F
greater for platinum surfaces than for quartz surfaces.

In similar experiments, the surfaces of greater catalytic
activity or interstitial character must be hotter to ignite in-
flammable mixtures than surfaces of catalytic inactivity.
Some references indicate that two types of combustion may
be present in ignition by heated surfaces (1) a flameless, sur-
face combustion, and (2) a gaseous combustion indicated by
a flash. Combustion of a drop of liquid falling upon a sur-
face that is not interstitial or porous in character or that is
catalytically inactive occurs mostly in the gaseous phase with
& minimum of surface combustion occurring. If the surface
is highly catalytic or interstitial, however, it may be impossi-
ble for & flash to occur because most of the combustion may
take place on the surface. Apparently, with all factors con-
stant except the composition of the igniting surface, the sur-
face ignition temperature of an inflammable mixture increases
with increasing catalytic activity or interstitial character of
the surface. :
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Rapid diffusion from the flameless reaction zones near the

heated surfaces may explain the fact that higher surface
ignition temperatures are required on catalytically active
surfaces. Such rapid diffusion may diminish the concentra-
tion of fresh gas in the reaction zone below the limits for
flame propagation at the surface temperature.
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at atmospheric pressure with various fue! compositions. Method of Ignition, static eru-
cible; ignition lag, I second. (Data from reference 28.)

The mixtures most difficult to ignite with the catalytically
active platinum strips are the mixtures having approximately
stoichiometric fuel-air ratios. With platinum ignition sur-
faces, the combustion products are almost completely
oxidized, and the greatest thermal energy of the reaction
occurs with mixtures of approximately stoichiometric fuel-air
ratios. " The thermal energy of the reaction accounts for the
extremely high ignition temperatures of near stoichiometric
mixtures of natural gas and air ignited by heated platinum
surfaces. No effect of surface composition on the ignition
temperatures of the three mixtures ignited by shot-in spheres
of quartz or platinum is apparent in figure 11. Compared
with platinum, quartz is catalytically inactive. The mixture
composition in each case, however, is less or greater than the
stoichiometric fuel-air ratio for each particular mixture; the
mixtures are probably too far from the stoichiometric fuel-air
ratios to be greatly affected by the composition of the ignition
surface.

Varying surface conditions.—AIl the common metals
having high melting points ignite inflammable mixtures ®ith
about equal facility except those on the surface of which scale
or ash is formed. This scale or ash forming tendency is
especially peculiar to iron. A possible explanation is that
scale or ash upon a surface forms an insulating coating, which
requires the surface to be heated to a much higher temper-
ature for ignition than would otherwise be necessary. A gas
film or layer on the inside of a container may act in the same
manner.
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According to reference 29, a stoichiometric mixture of
methane and air introduced into & silica cylinder etched
inside with hydrofluoric acid and maintained in & vacuum for
15 minutes ignited at 1085° F. The same mixture, placed in
the cylinder following the evacuation of water vapor or carbon
dioxide vapor, ignited at 1265° F. The surface ignition
temperature of the mixture was increased by the adsorbed
film of water vapor or carbon dioxide vapor.

EFFECT OF VARYING IGNITION SURFACE AREA

Heated plates.—Because the thermal energy required for
ignition of an inflammable mixture is essentially constant,
increasing the area of heat transfer results in & decrease of the
surface temperature required for ignition of an inflammable
mixture. This effect on a quiescent 7-percent mixture of
natural gas in air ignited by electrically heated nickel surfaces
is indicated in figure 17. From figure 17, it is apparent that
8 minimum surface ignition temperature exists for the
mixture and this minimum ignition temperature cannot be
decreased by indefinitely increasing the area of the ignition
surface.

Heated wires.—Very fine wires electrically heated to
incandescence may cause inflammation of explosive mixtures;
but ignition of a methane-air mixture by an electrically
heated platinum or tungsten wire is possible only in & narrow
range of heating currents. Below this current range, flame-
less surface combustion occurs; above this range, the wires
fuse without igniting the mixture. According to reference 30,
the ignition of inflammable mixtures by heated platinum
wires is not due to iomization, but to heat transfer alone,
because ions do not appear until flame appears and no ions
are formed during the flameless surface combustion.

Because of heat generated on its surface by fameless
combustion, an electrically heated platinum wire surrounded
by an inflammable mixture has a higher temperature than
when surrounded by air. The mixture near the wire becomes
heated and convection currents are set up. Ignition of the
mixture occurs only if a portion of the mixture remains in
contact with the heated wire for a period of time greater
than the ignition lag. The convective effect is greatest
with the mixtures having the highest thermal energies; that
is, mixtures baving compositions near stoichiometric fuel-
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air ratios (reference 31). Thus stoichiometric mixtures
sTe in contact with the heated wires for the shortest periods
of time and consequently have higher ignition temperatures
than mixtures of other compositions. The ignition tempera-
tures of the mixtures decrease with increasing diameter of
the heated ignition wires, because of the greater ignition area.

In the investigation of flameless surface combustion
reported in reference 32, 0.02 to 0.09 cubic centimeter of
hexane, cyclohexane, eyclohexene, and benzene were sepa-
rately introduced into an air atmosphere in a 400-cubic-
centimeter cylinder heated to 221° F that contained a
small electrically heated platinum wire. Heating of the
wire to 572° F resulted in sudden increases of the wire
temperature for a shert period of time prior to inflammeation
of the mixtures. According to reference 31, small, heated
tungsten wires exposed to inflammable mixtures are quickly
oxidized and burst into flames immediately at high wire
temperatures. The ignition of the mixture is caused by
flames rather than by a heated surface.

Data obtained from reference 33 indicate that the limiting
minimum diameters of heated wires capable of igniting
inflammable methane-gir mixtures are approximately ¢.0079
and 0.0354 inch for platinum and iron wires, respectively.
For wires of lesser diameters than these, it is assumed that
a layer of oxygen molecules forms on the heated wire, and
thermal energy sufficient to ignite the mixture cannot be
conducted through the layer. Even in an unburned mixture
of methane and air, a spiral piano wire heated to redness
has been found to oxidize.

Heated particles.—Ignition of inflammable mixtures by

small heated spheres shot into the mixture has already been
discussed. Friction sparks and fusion sparks both fall into
the category of small heated particles.

According to reference 34, although nstural-ges—air mix-
tures can be ignited by friction sparks, it is improbable that
natural gas can be ignited in the field by friction sparks.
Reference 35 indicates that explosive mixtures of gasoline
vapors and air at atmospheric pressure and temperatures of
70° to 120° F would not ignite when exposed to sparks pro-
duced by the impact breaking of piano wire, contact of two
pieces of hardened steel, steel in contact with a rotating
emery wheel, or sparks from red-hot steel. Such sparks
ordinarily lack the thermal energy required to ignite inflam-
mable mixtures., Ordinary white friction sparks produced by
grinding steel in air are actusally small metal particles, which
oxidize or burn in air after being initially heated by being
torn off in the grinding process. These sparks will not ignite
petroleum vapors unless the metal is held to the wheel for a
long time to preheat the metal and thereby increase the
thermal energy of the spark. Alloy steel, in general, produces
red friction sparks of low temperature, whereas some special
alloys such as are used in cigarette lighters produce bright
white sparks capable of igniting gasoline. Fusion sparks are

small fused-ineandescent particles derived from metals con-

tacting wires through which current is passing. Because the
ignition temperature of & mixture ignited by small heated
particles increases rapidly with decreasing particle diameter,
fusion sparks ordinarily are very feeble ignition sources.
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EFFECT OF YARYING FUEL COMPOSITON

The ignition temperature of an inflammable mixture varies
with the type of fuel and the amount of antiknock additives
in the fuel. This report is primarily concerned with the
effect of gasoline composition on ignition temperatures, but
the effect of hydrocarbon families in addition to those that
appear in gasoline are also included.

The variation of surface ignition temperature with the
number of carbon atoms present per molecule for different
hydrocarbon families is shown in figure 18. Under the same
experimental conditions, the ignition temperatures of n-par-
affin hydrocarbons decrease with a lengthening of the carbon
chain, with the shortest chain hydrocarbons having the
highest ignition temperatures. Iso-paraffins have higher
ignition temperatures than the n-paraffins (fig. 18 (a)). The
ignition temperatures of aromatic hydrocarbons are also
higher than those of n-paraffins.

The surface ignition temperatures of various hydrocarbons
are cxpressed as functions of the boiling temperatures in
figure 19. Although the absolute velue of the ignition tem-
perature for the same hydrocarbon differs with the reference,
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trends are similar for the same hydrocarbon families. The
effect of fuel composition on the surface ignition temperatures
of mixtures of isooctane and heptane ignited in air on a
platinum surface by the static crucible method is shown in
figure 20. In reference 38, it is stated that no exact relation
exists between the octane number and the ignition tempera-
ture of a fuel, but figure 20 and table IIT indicate that the
ignition temperatures of unleaded fuels generally increase
with increasing octane number.



RELATION BETWEEN INFLAMMABLES AND IGNITION SOURCES IN AIRCRAFT ENVIRONMENTS

1050
o~

Q \()\

& r000 ~]

g N

3 <

5 AN

s 950 \

: N

1: b

s N
N N\
T 900

g

[

Q

3

: \
S 850

eog
a 20 60 8a 100
n-Heptana in mixfure of n-hepfane arnd iscoctone,
percent by volume

F1aURE 20.—Eflect of varying fuel composition on soxface Ignition temperatures of n-heptane—
{so-octane (2,2,4-trimethylpentane) mixture es determined In alr et atmospheric pressure.
Method of Ignition, statie erueible; Ignitfon surface, platinum; igoition lag, 1 secomd.
(Data from reference 28.)

1oo
E_' e

1000 D\

g © Reference
5 00 N o 7
% o 39
Q 1T NS s 40
E 800 N d
S N

Y 0

3§ 700 ™
£ N

Q N
& ™

8500 Y

<
% 500 N
i .. [
00|
g 1w 20 30 40 s 60 7@ 83 80 00
Cetane number

FicTnE 21.—Effect of cetane number on surface ignition temperature of various fuels In afr
at atmospheric pressure. Cetane nombers are converted 4.8, T.M.~CFR numbers.

The ignition temperatures of unleaded fuels in air are also
generally increased by additions of tetraethyl lead. Table IV
shows the effect of additions of tetraethyl lead on the ig-
nition temperatures of several fuels. A relation exists be-
tween the cetane numbers and the surface ignition tempera-
tures of various fuels, as indicated by figure 21. Tbhe cetane
numbers of the fuels were converted from octane numbers,
given in reference 41, by the method given in reference 42.
The ignition temperatures of the various fuels increase with
decreasing fuel quality or cetane number.

EFFECT OF VARYING PRESSURE

Increased pressure decreases the ignition temperatures of
inflammable mixtures. The effect of pressure on the ignition
temperatures of various hydrocarbons is shown in figures 22
to 24. The chamber ignition temperature of gasoline in air
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as determined by the bomb method without spraying de-
creases from approximately 705° F at a pressure of 2.2 atmos-
pheres to approximately 450° F at 10 atmospheres (fig. 24).

EFFECT OF DILUENTS

Figures 4 and 5 indicate the effect of nitrogen as a diluent
on the mixture ignition temperatures of inflammable mix-
tures ignited by the dynamic heated-tube method. The
ignition temperatures of the mixtures increase with decreasing

amounts of oxygen. This effect is in general agreement with

the statement that the ignition temperatures of fuels are
generally less in oxygen than in air. In the low ignition-
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temperature range of figures 4 and 5, however, the effect of
inert gases is.negligible. Regardless of the percentage of
inert gas in the mixture, the ignition temperature in the low
ignition-temperature range is approximately constant.

The ignition temperatures and limits of inflammability of
gasoline and lubricating oils are dependent on the conditions
and methods of experiment; these properties of gasolines and
lubricating oils as obtained by different investigators are in-
cluded in tables V and VI.

II—IGNITION BY ELECTRIC SPARKS AND ARCS

A study of ignition of inflammable mixtures by electric
sparks and arcs involves an understanding of the nomencla-
ture of spark-ignition systems. Definitions of terms en-
countered in the contemporary literature, which pertain to
electric spark and arc ignition, are presented in the following
paragraphs.

TERMINOLOGY

CAPACITANCE SPAREKS

Capacitance sparks are produced by the discharge of

charged condensers. According to reference 44, capacitance
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sparks are usually bright, may be of short duration, and
exhibit a spectrum that corresponds to the speetrum of the
gas mixture in which the spark occurs. The current in a
capacitance spark may be very large; however, the tolal
energy transferred in the spark may be small because of the
short duration of the spark. The total energy of a eapaci-
tance spark, evcpresscd as the energy required in a cu'culf. to
produce the spark, is

1 T2 7
—3 OV3=V9 6

where

,C capacitance of discharged condenser, farads

E' energy dissipated in spark, joules

V. extinction potential remaining after spark has been dis-
slpated because of weakening of field and depletion of
ions, volts

V% circuit potential immediately prior to spark, volts

Generally, the extinetion potential 17 is so small that it can
be disregarded. If V7 is very small, however, 1 may be
important. Considerable cnergy losses may occur in the
electric circuits through skin effects in the condenser plates
and conductors especially if solid diclectrics are used. TFor
this reason, it has been recommended that air condensers
be used in electric circuits to determine the minimum spark-
ignition energies of incendiary capacitance sparks.

INDUCTANCE SPARKS

Also known as low-tension sparks, inductanee sparks gre
often obtained by breaking a wire in an induective cleetric
circuit or from magnetos or ignition coils. These sparks are
generally not as bright in appearance as capacitance sparks
and exhibit a spectrum corresponding to the spectrum of the
vapor of the metal electrodes. The duration of inductance
sparks can be relatively long compared with the duration of
capacitance sparks; the total electric energy transferred in
such sparks may therefore be large. Like the capacitance
spark, the energy dissipated in an inductance spark is diffi-
cult to measure, but can be expressed as,

E=%LF (4)

where

E energy dissipated in spark, joules
1 current in circuit prior to spark, amperes
L inductance of electric circuit, henrys

According to reference 44, the total energy dissipated in
the spark may be less or greater than % Lt If the spark is

extinguished before the available electromagnetic energy is
dissipated, the total energy dissipated in the spark will be

less than% Li?. The total energy dissipated in the spark

may be greater than -;— Li? if the potential across the break

is enough to maintain the spark.
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FUSION SPARKS

Fusion sparks are small incandescent particles and are
treated in the section IgxrTion BY HEATED SURFACES.

MINIMUM SPARE-IGNITION ENERGY

The minimum spark-ignition energy of an inflammable
mixture is the total electric energy stored in an electric cir-
cuit at the initiation of the weakest spark just capable of
ignition of the mixture. Essentially, this energy is the energy
transmitted to the gas between the electrodes as heat and
ionization.

QUENCHING DISTANCE

The quenching distance of any electrode configuration is
the minimum electrode spacing below which the reaction
initiated in a hydrocarbon-sir mixture by an incendiary
spark is quenched.

The emount of energy in any of the different type sparks
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is difficult to measure exactly. Most of the results are there-
fore reported as the energy required in an electric circuif

capable of producing an incendiary spark. This report is

concerned with the minimum spark-ignition energy required
to ignite a gasoline-air mixture and the minimum electrode
spacing below which the reaction initiated in a gasoline-air
mixture by an incendiary spark is quenched. These data
are not extensive in the literature; however, knowledge per-
taining to the spark ignition of the lighter hydrocarbons is
quite extensive, and many of these results are included herein.

The spark-ignition process has been defined as an ioniza-
tion process, & thermal process, or a combination of the two
processes. Regardless of the definition of the type of process,

the minimum spark-ignition energy of an inflammable mix-.

ture depends on mixture composition, pressure, temperature,
velocity, spark duration, and electrode size, material, spac-
ing, and configuration. Ignition lag, when applied to spark

ignition, is approximately zero, because of the high tempera-

ture of the spark.
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EXPERIMENTAL RESULTS IN PUBLISHED LITERATURE

The ignition of fires in aircraft by electric sparks and ares
depends generally on the energy available in the spark.
Whether the spark-ignition energy is capable of ignition de-
pends on various experimental conditions. The manner in
which results are presented here is similar to the manner in
which heated-surface ignition results were presented; that is,
the results are accompanied by data specifying the experi-
mental conditions.

CAPACITANCE SPARES

Effect of mixture composition.—The effect of mixture
composition on the minimum spark-ignition energy of several
different quiescent mixtures ignited by sparks from different
electrode configurations is shown in figures 25 and 26. The
curve of minimum spark-ignition energy, plotted against
mixture composition for & methane-air mixture at a temper-
ature of 77° F and a pressure of % atmosphere (fig. 25), passes
through & minimum of approximately 1.7 miilijoules at
approximately 8.4 percent by volume of methane in air,
when Yeinch stainless-steel electrodes embedded in 1-inch
glass disks are used. Similar values for other mixtures are
given in the following table for en approximate temperature
of 77° F and pressure of 1 atmosphere. Stainless-steel elec-
trodes were used excepé for methane, which was investigated
by using stainless-steel electrodes embedded in l-inch glass
disks. :

Mixture, Eleo-
frair, | 998 | Broctrode configura E-L?t; ener| Refer.
Inflammeble cen é?g}' tion spacing| - | ‘ences
l!;n:'eo)l (in.) (In.) | joules)
8 0.4
g Bg L7 46
Sp) 0.4 46
] 8 2.0 40
He 0.7 47

For each of these inflammable mixtures, well defined upper
and lower limits of inflammability exist.

The data given in the following table (reference 48) indi-
cate that the minimum spark-ignition energies of different
quiescent hydrocarbon-air mixtures at 77° F and pressure
of 1 atmosphere ignited by capacitance sparks from the
same electrode configuration do not differ greatly:

Percent of Least

Inflammable &liralnﬁxftuuﬁ]e %‘;ne M

by volume Joules}
Methane. ... .oooooceeeo. ——— 8.45 028
Ethane, . v oo a.61 .25
PrOPANe. o o cmacmane 507 28
n-Butane.. ———— 4,53 28
n-Hezane.... —— 8.64 24
n-Heptane... _— 3.36 2%
Cyeclopropane ——— 834 I8
Cyclohexane. — 8.04 24
Benrene. _— 467 b
Diethyl ether. . e ocemomnn 5.30 19

The effect of mixture composition on the minimum spark-
ignition energies of lowing propane-air mixtures at a pressure
of 3 inches of mercury absolute is indicated in figure 27. The
general shapes of the curves, for the three mixture velocities
plotted, are much the same as the shapes of curves for various
quiescent mixtures.
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Effect of electrode spacing.—The effect of varying clectrode
spacings of different electrode configurations on the minimum
spark-ignition energies of various inflammable mixtures is
shown in figure 28. A critical clectrode spacing exists for
each electrode configuration. The minimum spark-ignition
energy required to ignite a mixture is approximately constant
for electrode spacings greater than the critical spacing.

Greatly increased electrode spacings or spacings less than the

critical spacing inerease the required minimum spark-ignition

energy of & mixture. According to reference 45, the critical
electrode spacing represents the spacing below which the
chemical reaction initiated by the initial inflammation is
quenched by the cooling effect of the spark clectrodes and ia
analogous to the diameter of the largest tube through which
flame will not propagate. The minimum spark-ignition en-
ergies of a stoichiometric mixture of natural gas and air arc
approximately 0.45 millijoules for electrode spacings greaier
than the eritical spacing or quenching distance of approxi-
mately 0.08 inch for two electrode configurations. When the
electrode spacing is decreased to less than the quenching dis-
tance, the minimum spark-ignition energy increases gradually
if rounded electrodes are used and abruptly if rounded elec-
trodes embedded in glass are used. The abrupt change in the
case of the disk electrode configuration may be due to the
large cooling area of the glass disks. The quenching distance

of one electrode configuration varies with composition of a

methane-air mixture at & temperature of 77° I and a pressuro

of % atmosphere, as indicated in figure 25. A quenching
distance of approximately 0.089 inch exists for a glass-disk

electrode configuration igniting a 9 percent (by volume) mix-



RELATION BETWEEN INFLAMMABLES AND IGNITION SOURCES IN AIRCRAFT ENVIRONMENTS

ture of methane and air at a temperature of 77° F and
atmospheric pressure (reference 50).

Under the same atmospheric conditions, }#-inch spherical
stainlesssteel electrodes and ¥s-inch hemispherical brass
electrodes have exhibited quenching distances of approxi-
mately 0.053 inch in the spark ignition of approximately
8.5 percent by volume mixtures of natural gas and air and
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methane and air, respectively (fig. 28 (b) and 28 (c)).
Quenching distances increase with increasing eleetrode size
and thermal conductivity of the electrode meaterial, owing to
the increased cooling effect. Increasing the electrode size and

electrode spacing for the same inflammable mixture increases .

the minimum spark-ignition energy required to ignite the
mixture, because of the larger coohng area.
reason, the inflammability range is smaller when determined

_with large electrodes than with small ones (fig. 26).

Effect of electrode material and configuration.—With
the exception of the relative effect of varying the thermal
conductivity of the electrodes, varying the electrode material

For the same

has no significant effect on the ignition of inflammable
mixtures by capacitance sparks. Ignition of gaseaus mix- .

tures by sparks from platinum, nickel, zine, aluminum, lead,
brass, and steel electrodes was unaffected by changes in
the electrode material (references 44 and 51).

configuration.
Effect of spark potential. —Generally, the minimum spark-

ignition energy of an inflammable mixture is practically in-

dependent of the spark potential of capacitance sparks. The
same spark-ignition energy, regardless of the potential and
capacitance changes in the ecircuit, ignites mixtures of the
same composition. Some references indicate that the mini-
mum spark-ignition energy required to ignite an inflammable
mixture decreases with increasing spark potential. These
dats are insignificant in accordance with the results reported

Ignition of
the mixture was affected by the changes in electrode
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in reference 50. When the sparking potential of capacitance
sparkswas varied from 1.6 to 5.8 kilovolts the minimum spark-

ignition energies required to ignite methane-air mixtures was-

relatively unaffected by potential veriations. Most of the
references agree that it is the electrode configurations and
electrode spacings that determine the minimum spark-
ignition energies of capacitance sparks capable of igniting
inflammable mixtures.

Effect of mixture velocity and spark duration.— According
to reference 49, the minimum spark-ignition energy required
to ignite flowing propane-air mixtures at low pressures in-
creases approximately linearly with mixture velocity. This
phenomenon is graphically shown in figure 29 for a 5.2 per-
cent by volume mixture of propane in air at pressures of 2, 3,
and 4 inches of mercury absolute. The relatively high
ignition energies are due to the very low mixture pressures.

Minimum spark-ignition energies of flowing propane-air
mixtures increase with spark duration as shown in figure 30.
The relation is not linear, being approximately of the form

E=Ki* (5)
where
E minimum spark-ignition energy
K constant
n constant <1
t spark duration
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Electrostatic sparks.—RElectrostatic sparks are a special
type of capacitance spark. Electrostatic charges capable of
spark production can be accumulated by friction, impact,
pressure, cleavage, induction, successive contact and separa~
tion of unlike surfaces, one of which is generally an insulator,
and transference of inflammable fluids and gases from one
container to another. Air temperatures appear to have no
gignificant effects on the charges accumulated, but increasing
humidity tends to prevent accumulation of high potential
electrostatic charges. The potential of electrostatic charges
accumulated by liquids flowing in- tubes decreases with
decreasing liquid pressures.

INDUCTANCE SPARKS

Effect of mixture composition.—The effect of mixture
composition on the minimum spark-ignition energies of in-
ductance sparks is indicated in figure 31 for two hydrocarbon-
air mixtures. Because the electric circuit inductance is
difficult to measure, the results are expressed as the minimum
ignition current with a constanti clectrode spacing. The
effect of mixture composition is approsimately the same for
inductance sparks as for capacitance sparks. Well-defined
limits of inflammability exist with both types of igniting
spark. Approximately 0.59 ampere primary current in the
inductive circuit produces & spark capable of igniting an
8.3 percent by volume mixture of methane in air. An ignition
current of approximately 0.4756 ampere in the same clectric
circiit will produce an inductive spark capable of igniting a
4.2 percent by volume mixture of n-butanc in air. These
data were obtained at atmospheric pressure and temperature.
According to available data, the ranges of inflammability
determined for capacitance sparks are slightly greater than
those determined for inductance spark ignition.

Effect of electrode spacing.—Because of the manner in
which inductance sparks often occur, few data are available
that indicate the effect of electrode spacing on the ignition of
inflammable mixtures. The variationof spacingof inductance-
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spark electrode configurations with mixture composi-
tion is indicated in figure 32 as being similar to the variation
with capacitance-spark electrode configurations. A minimum
electrode spacing of approximately 0.043 inch is indicated for
an 8.5 percent by volume mixture of methane in air ignited by
inductance sparks from the particular electrode configuration.
Effect of electrode material.—Unlike the effect of electrode
material on capacitance-spark ignition, the minimum spark-
ignition energies of inflammable mixtures ignited by in-
ductance sparks are affected by material changes in the elec-
trode configuration. Ethane-air and carbon-monoxide-air
mixtures were ignited at atmospheric temperature and
pressure using electrodes of platinum, nickel, copper, alu-
minum, and iron (reference 54). Decreasing density of the
electrode material generally increased the ignitibility of the
inflammable mixtures. The least amount of energy dissipated
in an inductive spark capable of igniting an inflammable
mixture occurs with spark electrodes of the lightest metal.
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Effect of circuit inductance and potential.—The energy
required for ignition of an inflammable mixture by inductance
sparks depends on the induectapce, the current, and the
potential in the eleetric circuit prior to the spark. The
smount of energy required to ignite the mixture is substan-
tially constanf, but larger amounts of energy may -be in-
dicated if a large portion of the measured energy is dissipated

in the inductance coil as core losses. The following data from
reference 55 indicate the effect inductance and current in an.

electric circuit have on the measured minimum spark-

ignition energy required to ignite a mixture of coal gas and

air at atmospheric pressure and temperature.

Number
oflayers In I Ctrenit C'lrcult Spurk-mn!-
fnductance- Care of coll inductance tion energy
| Ghenrys) | amperes) | (miliijoaies)
winding l

14 ! Afr 0 0.35 | 0s

14 Stralght fron bar. ... .. . . i .

14 Rectangular iron frame. . 55 .09 ‘ 2.3

Inductance sparks from electric circuits of low potential
require more measured spark-ignition energy to ignite the
same inflammable mixture than inductance sparks from
similar electric circuits of higher potential, as indicated by
the following data from reference 56 for inductance-spark
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ignition of an 8.5 percent by volume mixture of methane in
air at atmospheric temperature and pressure.

Circuit Clreuit Clreuit Spark-
¢ p:]t&n&:ml ) m(ggctm;:e (ourrent " ignition
v .C. DI'YS, amperes ener
(mlmjoges)
4 0.02144 .77 8.35
220 02144 .35 130
4 ¢l2 1025 8.30
220 012 .4 .96

The amount of energy dissipated in an inductance spark
consists of two parts: the energy stored in the electric circuit
prior to the spark and the continued supply of energy from
the circuit potential. The amount of energy stored in the
electric circuit prior to the inductance spark is the only
spark-ignition energy measured. The spark-ignition energy
supplied by the electric circuit potential to an inductance
spark increases with increasing circuit potential. Thus,
inductance sparks from electric circuits of low potential
require greater measured amounts of spark-ignition energy

%I/i’ than sparks from circuits of high potential to ignite

gimilar inflammable mixtures.
Effect of type of current in circuit.—The type of current
in the electric circuit, alternating or direct, has no significant
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FigURE 83.—Effect of mixture composition on minimum ignition pressures of methane-alr
mixtures at temperatures of 78° to87° F, Method of ignition, bomb; electrode configuration,
apark-plug; electrode spacing, 0.110 inch; capacitance-spark ignition energy, 8640 millljoules;
volume of bomb, 750-cabic-cent{meters. (Data from reference 58.)
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effect on the ignition ability of induectance sparks. No
difference in the ignition ability of alternating or direct-
current inductance sparks has been found by the investi-
gators of reference 57, who ignited fire-demp—-air mixtures
at atmospheric pressure and temperature. The following
data from reference 56 indicate the negligible effect of current
type on the incendiarism of inductance sparks igniting an
8.5-percent (by volume) methane-zir mixture at atmospheric
conditions:

Current
Ignition current
Type of current rre?cl;ir)wy (amperes)
G — | o
ernating . o e .
Alternattng -~ 27| 200 : m}“"“ values

EFFECT OF GAS PRESSURES AND TEMPERATURES

The effects of temperature and pressure are the same for
both capacitance and inductance sparks; the following dis-
cussion therefore applies to all sparks.,

Varying pressure.—The ignition of inflammable mixtures
is significantly affected by varying mixture pressures and
temperatures. The inflammability range of  different mix-
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Fraure 84¢.—Effect of mixture composition on minimum Ignition pressures of s-butanc-alr
mixtures at temperatures of 73° to 84° F. Method of ignition, botnb; electrode configur-
atlon, spark-plug; electrode spacing, 0.110 inch; capacitance-spark Ignition encrgy, 5640
millijoules; volume of bomb, 750-cubic-centimeters, (Data from reference 58.)
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F15tRE 35.—Effect of mixture composition on minlmaom Ignition pressares of two fuel-alr
mixtores.

tures is reduced by decreasing mixture temperatures and
pressures. This effect of mixture pressure on the limits of
inflammability of several inflammable mixtures is shown in
figures 33 to 35. The minimum ignition pressure or the
minimue migture pressure of methane below which ignition

is no longer possible, exists at mixture compositions less
than stoichiometric; reference 58 indicates that the same
relation is true for hydrogen. The minimum ignition pres-
sures of heavier hydrocarbons, such as propane and n-butane,
occur at mixture compositions greater than stoichiometrie.
These phenomens may be due to the diffusivity of air being
less than the diffusivities of methane or hydrogen, but greater
than those of propane or n-butane. i
pressures do not vary greatly for hydrocarbons in the range
ot molecular weights given in the following table teken from
reference 58 which gives the minimum ignition pressures of
hydrocarbon-iir muxtures as determined in a 750-cubic-
centimeter metal bomb (mixture temperature, 75° to 85° I;
electrode spacing, 0.110 inch; cepacitance-spark ignition
energy, 8640 millijoules).

Alnimom Ig-

Hydrocarban nitfon Eme

(mm Hg abs.)
JE 1L 5
ethane .___ 19.0
Butadiene-1,3 oo | 200
Butenes-2___. 20.0
n-Butane and fso-butane _..._____.__ 0.0
Benzene. . ._.....cooeoiee 28.0
24-Dimethyl-13-pentadiene. .. ... 3.0
n-Nonane . oo -} 33.0

Various investigators have found higher minimum ignition
pressures for different hydrocarbons, as indicated in figure
35 (a), for natural gas. Differences in results are due to
different experimental techniques. Little data expressing
the effect of varying mixture pressures and temperatures on
the incendiary properties of gasoline-air mixtures are avail-
able.

According to reference 60, the minimum ignition pressure
of various gasoline-air mixtures ignited in vessels of 0.425,
1.08, and 125.0 cubic-foot capacity by sparks or hot platinum
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The minimum ignition

wires is 33 millimeters of mercury absolute at ordinary

ambient temperatures. Close agreement with these resunlts

is evident in figure 35 (b). The minimum ignition pressure of

mixtures of 100-octane gasoline and air ignited by four

different methods at atmospheric temperatures is 35 milli-
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§ \
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g 100 200. 300 400 500 600 700 800

Mixture pressure, mm Hg abs.

FiaURE 36.—Effect of mixture pressure of 8.5 to 9.5 percent by volume mixturs of methune and
alr at temperature of 77° F on quenching distance of one eleetrode configuration. (Data
from reference 5.)
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meters of mercury absolute for a 1.75 percent by volume
niixture of gasoline in air. The lower and upper limits of
inflammability of 100-octane gasoline and air mixtures are
relatively unaffected by mixture pressure changes above 60
and 300 millimeters of mercury absolute, respectively.

/80 ; - . e i e -
||
6a :
\ Caopari f‘ance spark
\ rentﬂ::;n ener
| lijoufes}
12 o] 8640
o 1440
v 720

e

3
-
P

S
/

£
/

(&)

Ny
S

3
_

a
)

Minimum igrition pressure, mm Hg abs.

ng
Q
I e e

Tq}¥
100 :‘:\
80 AN
B 1N
’ v
80 f vu\i\
0\\9! . \\
40 BASS
\’\l
(b) , )
05— 05 0 5 20 25 30 %

Electrode spacing, in.
(a} n-Butane, 8.5 percent by volume,
(b} 2,2,4-Trimethylpentene, 2.5 percent by volume,

Firaung 37.—Eflect of electrode spacing on minimum ignition pressures of two fuel-air mix-
tures at temperstures of 70° to ¥5° ¥, Ignitlon by spark-plug-electrode configuration In
24nch (nside-diameter by 3}4-Inch glass reactor. (Data from reference 58,)

REPORT 1019—-NATIONAL ADVISORY COMMITTEE FOR AERONAUTICH

The effect of pressure on the quenching distances or elee-
trode spacings of various electrode configurations producing
incendiary sparks is shown in figures 36 and 37. For constant
spark-ignition energies, the quenching distances, or electrode
specings, of incendiary-spark-producing electrode configura-
tions increase with decreasing inflammable mixture pressures.
This phenomenon is explained by assuming that a constant
spark-lgmuon energy can initially ignite a constant mass of
inflammable mixture. Thus, with decreasing mixture pres-
sure, ignition of a larger volume of inflammable mixture
occurs, &nd the electrode spacing must be increased to
accommodate the increased mixture volume.

YVariation of minimum spark-ignition energy with mixture
prossure”Is etpressed in figures 38 to 40. For constant
electrode spa,cmg, the minimum spark-ignition c¢nergy of a
mixture ‘increases with decreasmg mixture pressure. The
minimum spark-ignition energies of inflammable mixtures
increase Tapidly near the minimum ignition pressures of the
mixtures {fig. 40). ,

Varying temperature.—Varying the temperature of inflam-
mable mixtures from —50° to 300° F has a small effect on the
minimum ignitiob pressures of the mixtures when ignition is
initiated by high-energy capacitance sparks. As indieated
in figure 41, the minimum ignition pressures of n-butanc-air
and isoactane-gir mixtures decrease linearly with increasing
mixture temperatures when ignition is effected by capacitance
sparks having spark-ignition energies from 720 to 8640
millijoules. The minimum ignition pressures of n-butane-air
and isogctane-air mixtures are appro‘cima.toly the same
regardless of the spark-ignition energies at mixture temper-
atures oi 300° F.
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F1ouRk 38.—Eflect of pressure of 8.5 to 9.5 percent by volume mixture of methane and alt at
temperature of 77¢ F on mipimum spark-ignltion energy for one electrode configuration.
(Date from reference 50.}
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EFFECT OF DILUENTS

The presence of diluent gases in an inflammable mixture
exerts a significant influence on its electric spark ignition.
Like heated surface ignition, the spark-ignition energy re-
quired to ignite inflammable mixtures containing large per-
centages of diluents depends on the absorptive and conductive
powers of the diluents and the proportion of inflammable
gas to oxygen. Figure 42 indicates the effect of diluents on
the minimum spark-ignition energies and quenching dis-
tances of methane—oxygen—diluent-gas mixtures. In figures
42 (a) and 42 (b), the relative effect of the diluent gases is
the same. With the exception of the methane-oxygen-argon
mixtures, the minimum ignition energies and quenching
distances increase with increasing diffusivity of the oxygen-
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diluent-gas mixtures. This mixture diffusivity is expressed

by
k
a=— : (6)
pCy
where

¢, mixture specific heat

k- mixture thermal conductivity

« mixture thermal diffusivity
p mixture density



RELATION BETWEEN INFLAMMABLES AND IGNITION SOURCES IN AIRCRAFT ENVIRONMENTS

The minimum ignition pressures of mixtures of n-butane
and oxygen, with argon, nitrogen, carbon dioxide, and helium
as diluents are shown in figure 43. For all the inflammable
mixtures containing diluents, the mixtures most and least
ignitible are those containing argon and carbon dioxide,
respectively. The effect of several diluents on the limits of
inflammability of individual mixtures of 73-, 92-, and
100-octane gasoline and air is shown to be identical in figure 44.
The lower limit of inflammability of the mixture is relatively
unaffected, whereas the upper limit decreases approximately
linearly with increasing amounts of diluents such as carbon
dioxide, automobile exhgust gas, and nitrogen. Mixtures of
100-octane gasoline and air are rendered noninflammable by
the addition of approximately 28.7, 36.0, and 42.5 percent by
volume of carbon dioxide, automobile exhaust gas, or nitrogen,
respectively. Halogenated hydrocarbons are more effective
than any of these diluents in rendering gasoline-air mixtures
noninflammable.

HI—IGNITION BY FLAMES OR HOT GASES

Data pertaining to the ignition of inflammable mixtures
by flames or hot gases are not extensive. Much of the
available data pertain to the ignition of gas-air mixtures
containing methane as the chief inflammable constituent.
Yhether the inflammsble mixtures will or will not be ignited
by flames or hot gases depends eon mixture composition,
duration of contact of the mixture with the ignition source,
temperature of the ignition source, and size of the ignition
source, in much the seme manner as ignition by heated
surfaces.

EFFECT OF VARYING MIXTURE COMPOSITION

The effect, of mixture composition on the limiting diameters
of openings for downward propagation of flames in methane-
air mixtures is shown in figure 45. Limiting diameters occur
with approximately stoichiometric compositions. The igni-
tion of an inflammable mixture by a flame can be considered
practically instantancous. Methane-air mixtures exposed to
flames 0.394, 0.492, and 0.591 inch in length exhibited ignition
lags of 0.0068, 0.0042, and 0.0035 second, respectively; there-
fore, even though the ignition lag is practically zero for flame
ignition, the lag decreases with increaging size of the ignition
source. Minimum ignition lags have been found to occur
with approximately stoichiometric mixtures.

LIMITING SIZE OF OPENINGS FOR FLAME PROPAGATION

The minimum quenching distances or the limiting diam-
eters of tubes or holes in thin plates through which a flame
will not propagate are expressed in figures 45 to 47. Mini-
mum limiting tube and thin plate opening diameters of
approximately 0.071 and 0.136 to 0.150 inch occurred for
approximately stoichiometric mixfures of coal gas and
methane with air, respectively. These limiting diameters for
the downward propagation of flame in inflammable mixtures
were determined for copper tubes having length-diameter
ratios I/d of 10, and for circular openings in thin copper foil
and mice plates having thicknesses of 0.0033 inch and 0.0024
to 0.0087 inch, respectively.

Some references (for example, references 62 and 67) indi-
cate that the quenching of the flame is due solely to the
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FiGURE 45.—Effuct of mivture composition on limiting diameters of openings in copper and
mlca plates and copper tubes for downward flame propagation In methane-air mixtures at
atmospheric pressure, (Data from reference 62.}

cooling effect of the unburned gases rather than a cooling
effect due to varying thermal conductivity of the confining
material. Data from reference 68 indicate that in addition to
this effect the confining material and opening configuration
may affect the quenching distance by verying the size of the
dead space between the surface of the flame and the opening
of the enclosure. The reduced inflammability range and the
increased limiting diameter of opening for downward flame
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propagation determined with copper tubes instead of open-

ings in copper foil may be due to an increase in the size of the
dead space caused by the greater over-all cooling effect of the
copper tubes. Investigations conducted with the glass tubes
and the mica plates (references 62 and 63) gave epproximately

the same results as experiments in which copper tubes and

plates were used.

No data were found in the survey of the literature to indi-
cate the limiting sizes of openings for propagation of flames
of gasoline-air mixtures. Reference 65, however, indicates
that the quenching of laminar oxyhydrogen flames by solid
surfaces is partly dependent on the factor k/SC, where

C heat capacity per unit volume of unburned mixture at
quenching temperature o

k thermal conduectivity of unburned mixture at quenching
temperature

S burning velocity of mixture
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Figure 46 was plotted, using velues of k/SC calculated as
indicated by reference 65. Hxperimental data, which per-
tain to the limiting size of openings for flame propegation in
gasoline-air mixtures, are unavailable in the literature.

Accordingly, kfSC' was calculated for & stoichiometric -

n-octane—air mixture, which was assumed to be approxi-
mately the same as a stoichiometric gasoline-air mixture.
This calculated value of %/SC indicates (fig. 46) that the
limiting diameter of circular openings and the limiting
distance between parallel plates for downward flame propa-
gation in gasoline-air mixtures are approximately 0.13 and
0.09 inch, respectively.

EFFECT OF GAS PRESSURES AND TEMPERATURES

The effect of mixture pressure on the quenching of propane-
air flames is indicated in figure 47. The configuration
used consisted of a rectangular opening in ¥inch copper
plates. The length-width ratio of the slit was always greater
than 3.6. For all mixture pressures from 0.0832 to 2.77
atmospheres, the minimum limiting slit width for downward
propagation of flame occurs with mixtures slightly richer
than stoichiometric. As shown by figure 48, for any single
mixture composition, the dependency of the limiting slit
width on the mixture pressure is expressed approximately
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where

K constant

n negative exponent
p mixture pressure
w slit width

The results of investigations conducted with propane-air

flames at atmospheric pressure to determine the effect of
mixturs temperature on the limiting slit width of the quench-

ing configuration just described are presented in figure 49.

The mixture and the plates forming the rectangular opening
were at the same temperature. For all temperatures from

80° to 545° F, the minimum limiting slit width occurs with

mixtures slightly richer then stoichiometric. The limiting
glit width decreases with increasing mixture temperature.
Similar data for brass-plate protective devices in natural-
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natural gas in air, (Data from reference 68.)
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gas—air atmospheres are given in figure 50. The limiting
distance between plates for a single mixture decreases linearly
with increasing plate temperature.

EFFECT OF DILUENTS

The effect of diluents on the limiting diameter of openings
for propagation of flames in methane-oxygen-nitrogen (air)
and methane-oxygen-argon mixtures is shown in figure 51.
The minimum limiting diameters of copper tubes (length-
diameter ratio=10.0} are 0.150 and 0.087 inch, respectively,
for flame propagation in the methane-air and methane-~
oxygen-argon mixtures. The cooling effect of the unburned
gases is indicated by the smaller limiting diameters of open-
ings for flame propagation in mixtures having the smaller
heat capacities and thermal conductivities.

IV—RELATION OF PUBLISHED DATA TO AIRCRAFT-
FIRE PROBLEMS

Fires in aircraft usually result from the ignition of inflam-
mable vapors by heated surfaces, hot (electrie) sparks and
arcs, and flames or hot gases. The source of ignition can
often be definitely determined for fires during flight or ground
operation of aircraft, but the ignition source in crashes is
often unknown, because the inflammables may sometimes
be exposed to all the ignition sources simultaneously.
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IGNITION BY HEATED SURFACES

Heated surfaces are common ignition hazards in aircraft
environments. According to reference 70, hot exhaust ducts,
combustion heaters, carburetor-air heaters, overheated cabin
superchargers, moving parts overheated by friction, and
short eircuited or malfunctioning electric equipment have
been responsible for the heated surface ignition of fires in
airline aircraft in the decade prior to 1947.  Of these surface-
ignition hazards, the exhaust system is a continuous hazard
during operation of the aircraft. The other ignition sources
exist intermittently, generally because of malfunctioning or
mechanical failure of the particular component.

A survey of air-transport crash records (reference 71) indi-
cates that the inflammable most frequently initially involved
in flight or ground fires and thus considered most hazardous
of the liquids carried in aircraft is gasoline. Lubricating oilis
not quite as hazardous as gasoline becauso of its much higher
flash point and much lower volatility. Half the fires men-
tioned in the survey of flight fires involved either gasoline or
lubricating oil as the initial inflammable.

In order to ignite any inflammable by a heated surface,
the right proportions of the inflammable must contact the
heated element. The temperature at which ignition oceurs
depends on the length of time the inflammable is in contact
with the heated eir or surface. According to the aforemen-
tioned survey, this contact is brought about during ground
operation mainly by failure of the fuel plumbing system.
Typical of fuel-plumbing-system failures are primer line fail-
ures, primer leaks, leaky hose connections, fuel pump leak-
age, and failure of the carburetor vent line. Serious accessory
section fires in radial engines are often due to this type of
failure, which allows inflammable vapors or fluids to escape
and contact or drop on the hot exhaust stacks.

Flight fires are due primarily to engine failures, which
usually are the result of structural faults of various com-
ponents. Engine failures, especially in radial engines, often
result in a rupture of the engine induction and exhaust sys-
tems. This type of failure can easily be brought about by

engine cylinders displaced by broken connecting rods. When
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such a displacement occurs, inflammable fuel-air mixtures
end hot lubricating oil are exposed to hot surfaces, which are
primarily components of the exhaust system. Usuelly, it is
difficult to state whether inflammation results from ignition
of the gasoline or the lubricating oil. Crash fires are gener-
ally due to structural failure of the engine, but are much more
severe than flight fires in most cases.

In the range of its ignition temperatures (450° to 1325° F),
gasoline can exist only in the vapor state. Any mixture

capable of flame propagation must lie within the limits of in-
flammability. According to figure 52,
minimum temperatures of —44° and 108° F are explosively

dangerous at sea level for 100-octane aviation gasoline and
The area marKed “equilibrium con-

kerosene, respectively.
ditions” indicates the limiting conditions at which inflamma-

ble mixtures exist in the fuel tank in equilibrium with the

fuel. Breathing, which widens the limiting conditions for
gasoline, is the influx of air into a fuel tank during a descent

aircraft fuel-tank
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due to increasing atmospheric pressure. For kerosene,
which has a flash point generally greater than ambient tem-
peratures, the ignition zone is widened by conditions under
which an ignitible spray may be formed. Research carried
out since the publication of figure 52 (b) has shown that the
zone in which spray ignition of kerosene may occur is known
to be larger than refererice 72 indicates. - A fuel mist or spray
may be formed by the rupture of a fuel tank by a missile or
the rupture of a high pressure fuel line such as are present
in turbojet engines. Similar dafa are plotted in figure 53 for
kerosene and for two lubricating oils of different composition
but of the same viscosity.

In any occurrence of these fire hazards in aireraft, the
ignition temperature and ignitibility of the fuel or lubricating
oil will be determined by conditions deseribed in the detailed
discussion presented herein. The values of ignition temper-
ature and ignitibility defined by these conditions serve as
approximate indications of the relative temperatures at
which heated surfaces become practical hazards in aircraft
environments. Reference 12 indicates that aviation gasoline
will not ignite in air when exposed to the outer surfaces of
exhaust pipes at temperatures below 850° F. Injected into
air inside hot exhaust pipes, aviation gasoline ignited at duct
temperatures as low as 536° F. Lubricating oil on the outer
surfaces of exhaust ducts ignited at a minimum duet temper-
ature of 625° F. 'Thus, for complete immunity to fires
ignited by the components of the exhaust systemn, the surface
temperaturesshould notbegreater than approximately 500° F.
Although existing knowledge does not permit a complete
description of the components of the exhaust system that
serve as ignition sources, it is presumed in this discussion
that the exhaust duct, the exbhaust valves, and the cylinder
interiors are the active components.

Volatile fuels necessary for engine operation under a
variety of climatic conditions may be responsible for the
relative ignition hazard of present-day grades of gasoline
used in aircraft operation. As the volatility of a fuel in-
creases, the range in which ignition sources are hazardous
increases. Fuels of low volatility would result in more
difficult starting of aircraft engines, but would seemingly
reduce the ignition hazard of fuel in aircraft environments.

Reduction of the fire hazard of the exhaust system can be
accomplished by: '

(1) Keeping the inflammables from the hot surfaces

(2) Releasing some substance into and around the exhaust
system in order to prevent ignition if a crash is imminent,

(3) Cooling the exhaust system below temperatures
capable of ignition of gasoline or oil

(4) Increasing the minimum ignition temperature of the
fuel or oil by changing the fuel or oil composition or by
change of material used in the construction of the exhaust
duets

(56) Changing the volatility of the fuel.

An extinguishing system capable of spraying or flooding the
exhaust ducts would aid in preventing combustion by simul-
taneously blanketing and lowering the temperature of the
heated surfaces. According to reference 73, “it is most im-
portant thet the extinguishant should be actually injected
into enclosed hot spaces such as exhaust ducts, Iong exhaust
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pipes or collector rings, turbine compartments and tailpipe
ducts, and combination heater chambers.”

The ignition temperature of gasoline is increased by the
addition of small amounts of tetraethyl lead, henzene, and
similar substances. Possibly other substances can be found
that will increase the ignition temperature without reducing
the performance of the fuel in the engine.

Changes in the surface composition of the exhaust-duct
material may effectively increase the ignition temperature of
the fuel. Dependent upon tlie mixture composition, highly
catalytic surfaces such as platinum must be heated to tem-
peratures 300° to 700° F greater than stainless steel to ignite
inflammable mixtures. Use of platinum is obviated by its
cost and therefore the aforementioned eomments are only of
academic interest.

Fuel-volatility changes apparently are desirable relative to
the fire-hazard problem. According to tables 1II and 1V,
the surface-ignition temperatures of low-volatility safety
fuels do not vary greatly from those of regular grades of
aviation gasoline. Reduced fuel volatility would not increase
the ignition temperature of the fuel, but would reduce the
volume in which an ignition source is hazardous.

IGNITION BY ELECTRIC SPARKS AND ARCS

Sparks resulting from short circuits in wiring or from
failures of starters, magnetos, or gencrators; sparks from the
continued functioning of nonflameproofed clectric apparatus;
sparks from the continued rotation of damaged parts; dis-
charges from the brushes of rotating equipment; sparks from
ground friction; electrostatic sparks; and electric arcs created
by the separation of metallic contacting portions of the
electric circuit such as voltage regulators may all be regarded
as potential spark-ignition hazards in aireraft.

Flight fires in transport aireraft are initiated with cqual
frequency by either electric sparks or the exhaust ducts
(reference 71). The damage incurred by the electric spark-
ignited fires, however, was generally confined to the electric
insulation. In addition, reference 74 shows that sclf-
clearing arcs are statistically more prevalent during the
breaking of a load-carrying circuit. The clearing time was
from 0.05 to 2.5 seconds, with & median value of 0.6 sccond.
Compared with the exhaust system, clectric sparks are
relatively short, minor ignition hezards during flight operation.

High-cnergy concentrations at short-circuited points result
in self-clearing faults, but are generally accompanied by a
scattering of molten metal globules over a considerable area.
Low-energy concentrations at short-circuited points may re-
sult in a permanent welded contact between the conductor
and the airplane structure. Self-clearing faults are prob-
ably more dangerous than welded faults because they are
accompanied by extremely high temperatures and consider-
able arcing. Welded faults, however, may disrupt the entire
electric system and thus interfere with control of the airplanc.

Continued rotation of gencrators is generally not signifi-
cant in propeller-type aireraft in the event of crash. In
jet-type aircraft, free running turbines may, however,
continue rotation of such parts.

According to the survey (reference 71) of fires in transport
aircraft, two of the 61 crash fires reported were initiated by
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sliding friction. Inasmuch as data indicate that friction

sparks ordinarily lack the thermal energy capable of igniting !

inflammable mixtures, the source of ignition of these two
crash fires may have been surfaces heated to high tempera-
tures by sliding friction rather than by friction sparks.
Electrostatic sparks generated in saireraft environments
may be ignition hazards. Electrostatic charges having po-
tentials of 50 to 2000 volts have been sccumulated in air of
30- to 51-percent humdity at atmospheric pressure and tem-
perature by benzene flowing through a 0.12-inch tube into
an insulated receiver.
indicates the potentials of electrostatic charges accumulated
in air of 63-percent humidity at atmospheric conditions by
henzene flowing through tubes of different materials.

! } Pol:entlal of
; accumulated

charge
i (\'Dlts)

In air of 78-percent humidity, no charge was accumulated
when the benzene flowed under its own pressure, but even a
slight increase in the liquid pressure resulted in an accumula-
tion of a high-potential electrostatic charge. At liquid pres-
sures of 2 to 6 atmospheres, electrostatic charges having
potentials of 4000 volts and greater were accumulated.
Thus, unless the equipment is suitably grounded, practically
any transfer of fuel in any environment is hazardous.

According to reference 76, the potential of the electrostatic
charge accumulated during fuel transference is approximately
the same for any grade of gasoline or kerosene, increases with
the length of time of the transferring operation, increases
with increasing fuel velocity, and is relatively unaffected by
atmospheric conditions except that it decreases with increas-
ing humidity of the air.

The capacitance of the human body has been determined
treference 77) as 0.0001 to 0.0004 microfarad. Values of
0.00028 to 0.00032 microfarad were consistently obtained for
the capacitance of a person leaning egainst & wall. An in-
dividual charged to a potential of 10,000 volts would have
an electrostatic spark energy of 15 millijoules. Because many
inflammable mixtures have minimum spark-ignition energies
less than 15 millijoules, and this amount of electrostatic spark
energy is easily acquired by ungrounded personnel, equip-
ment, and wiring, grounding precautions should be taken.

Most of the sparks occurring in aircraft environments
ordinarily contain many times the energy required to ignite
inflammable mixtures. Sparks of this type must be pre-
vented from ocecurring in an inflammable atmosphere. Ac-
cording to reference 73, crash switches that cut off or isolate
all electric equipment are a possibility. Batteries can no
longer be regarded as the only power source in crashed air-
planes. Although the generators in airplanes powered by
reciprocating engines would be stopped during & crash by
propeller stoppage, free-running turbines of jet-engine air-

The following table from reference 75

|
|'

335

craft may necessitate de-energizing fields or short circuiting
the generator across its terminals if it would aid in stopping

the turbine. Isolation of the electric system can stop elec-
tric fuel pumps and close solenoid valves supplying fuel to
combustion heaters.

Short-circuit faults in aircraft ean probably be pro-
tected by rapid acting selective fuses or circuit breakers that
would isolate the fault from the rest of the eircuit.

In gen-

eral, fuses are less desirable than circuit breakers because of _-_____

their time-operating characteristics and the fact that they

must be replaced after one operation. As indicated by ref-

erence 74, the isolating action must be very quick because
the circuit voltage drops rapidly in the faulted circuit. This

drop in voltage could cripple the entire electric system of the____ .

aircraft by allowing relays and contactors to open because
of Jow voltage on the closing coils.

Improved design of the load-carrying cables might result
in reduction of the spark-lgmtlon hazerd. Thisimprovement
might be accomplished by using & conduit containing the
eleciric leads embedded in a solid insulating material.
Another possibility in the design of the electric circuits is the
inclusion of mechanically weak spots surrounded by inert
materials such as powders. During crashes, cable separation
would occur at the weak points with the energy released by
any sparks being dissipated in inert atmospheres.

IGNITION BY FLAMES OR HOT GASES

Exposure of inflammable vapors to flames or hot gases

constitutes the third important fire hazard in aircraft environ-
ments. Large, disastrous fires may result from the exposure

of inflammable mixtures to exhaust flames and gases or :

flames initiated by electric spark or heated surface-ignition
sources. Possible reduction of these ignition hazards seems
more difficult than the reduction of spark or heated surface
hazards. TUse of the cooled exhaust gases to inert engine
nacelles and fuel-tank compartments would prevent contact
between inflammable mixtures end hot eshaust gases or
flames during flight or ground operation. Simultaneously,

the exhaust gases would be inerting hazardous portions of the =
During 2 crash, however, such inerting may be .

plane.
ineffective. A possible solution to the problem of flames or
hot gases during crashes may be quick acting, crash-actuated
mechanisms capable of flooding the engine and exhaust
system with fire extinguishing agents.

CONCLUSIONS

An analysis of the available literature included in the

survey resulted in the following conclusions:

The mmflammability ranges of most hydrocarbon-air mlx-_____

tures decreased with decreasing mixture pressures and
temperatures.

The minimum spark-ignition energies of -

inflammable mixtures and the quenching distances of elec- _
trode configurations both increased with decreasing mixture

pressures. As a result of these effects, sea-level pressures and
temperatures of inflammable mixtures were the most critical
design considerations, relative to the reduction of fire
hazards in aireraft environments.



336 "7 7 REPORT 1010—NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS

Generally, the ignition temperatures of hydrocarbons in air
increased with different variables as shown in the following

table: p
Decreasing variable Increasing varlable
Ignition lag Mixture turbulence
Igniting surface area Mixture velocity
uel quality or cetane number Surface catalytio activity
Bolling point or number of carbon atoms in Tetraethyl lead additions
n-paraffing

Ignition temperatures of hydrocarbons were also increased
if scale or ash existed on the igniting surfaces or if the in-
flammables were dropped on heated surfaces in the open air.
The ignition temperatures of hydrocarbons containing the
same number of carbon atoms were lowest for normal par-
affins followed by paraffinic isomers and aromatics.

Gasoline exhibited zones of ignition and nonignition for
certain oxygen-fuel ratios much in the same manner as normal
octane, The ignition temperature of gasoline in air depends
on the degree of confinement of the mixture by the experi-
mental apparatus. Dependent on the experimental condi-
tions and the degree of confinement, the ignition temperatures
of gasoline in air may range from 450° to 1325° F. The
lower and upper limits of inflammability of 100-octane gaso-
line in air at atmospheric conditions were approximately
1.40 percent and’ 7.40 percent by volume, respectively, and
the minimum ignition pressure was approximately 35 milli-
meters of mercury absolute. The minimum diameter of a
hole or tube .through which & gasoline-air mixture flame
would not propagate downwards was approximately 0.13
inch as determined from interpolation of data of known
mixtures.

Minimum spark-ignition energies of inflammable mixtures
were greatly dependent upon the electrode configurations;
these energies increased with increasing size of electrodes
and mixture velocity and decreased with increasing electrode
spacings. Minimum spark-ignition energies as low as
0.28 millijoule were capable of ignition of methane-air-mix-
tures. Electrode material had no visible effect on mixture
ignition by capacitance sparks, but the minimum ignition
energies of inductance sparks decrcased with decreasing
electrode-material density. The measured minimum ignition
energies of inductance sparks decreased with increasing spark
potentials, and were unaffected by alternating or direct cur-
rents. Although high humidity content of the air tends to
prevent accumulations of electrostatic charges capable of
producing sparks having sufficient energy to ignite vapor-air
mixtures, practically any transfer of fuel in any environment
was hazardous unless the equipment was suitably grounded.

An increase in the amount of diluent gases in a mixture
increased the ignition temperature. Inhydrocarbon—oxygen-
diluent-gas mixtures containing either argon, carbon dioxide,
helium or nitrogen as the diluent component, lowest values of
quenching distances, minimum ignition energies, and mini-
mum ignition pressures were exhibited with inflammable
mixtures containing argon as the diluent gas. Highest values
of quenching distances and minimum ignition energies were
exhibited with inflammable mixtures containing helium as the
diluent gas; highest values of minimum ignition pressures

were exhibited with inflammable mixtures containing carbon
dioxide as the diluent. In order to render any mixture of
100-octane gasoline and air noninflammable, approximately
42.5, 36.0, and 28.7 percent by volume of nitrogen, automo-
bile exhaust gas, or carbon dioxide, respectively, were
necessary.

Application of the survey data to the aircraft-fire problem
indicated the possibility of reducing aircraft-fire hazards by
means of the following remedial measures:

(1) Prevention of contact of fuels or fuel vapors with the
hot exhaust surfaces

(2) Release of an extinguishing agent inside of and around
the exhaust system if a crash is imminent

(3) Reduction of the temperature of the exhaust duct or
gases below the surface-ignition temperature of gasoline and
lubricating oil in the event of a crash

(4) Increase of the surface-ignition temperatures of gaso-
line and lubricating oil

(5) Use of fuels of reduced volatility

(6) Elimination of the electrical generating system as an
ignition hazard in the event of a crash

(7) Inerting of engine nacelles and wing compartments.

Lewis FLigeT ProPULsION LiBORATORY,
NaTioNaL Apvisory COMMITTEE FOR AERONAUTICS,
CLEVELAND, On1o0, February 87, 1950.

REFERENCES

1. Moore, Harold: Spontaneous Ignition Temperatures of Liquid
Fuels for Internal Combustion Engines. Jour. Soc. Chem. Ind.,
vol. XXXVI, no. 3, Feb. 15, 1917, pp. 109-112.

2. Anon.: The Spontaneous Ignition-Temperatures of Liguid Fuels.
Engineering, vol. C1X, Jan. 30, 1920, pp. 151-152,

3. Dixon, H. B., and Higgins, W. F.: On the Ignition-Point of Gases
at Different Pressures. Memoirs and Proe. Manchester Literary
& Phil. Soc. (Manchester Memoirs), vol. LXX, 1925-26,
pp. 29-36. .

4. Tizard, H. T., and Pye, D. R.: Experiments on the Ignition of
Geses by Sudden Compression. Phil. Mag. and Jour. Sei., vol.
XLIV, no. 259, July 1922, pp. 79-121.

5. Mason, Walter, and Wheeler, Richard Vernon: The Iguition of
Gases. Part IV. Ignition by a Heated Surface. Mixtures of
the Paraffing with Air. Jour. Chem. Soc. Trans. (London), vol.
CXXV, pt. I1, 1924, pp. 1869-1875.

6. Newitt, D. M., and Townend, D. T. A.: Combustion Phenomena
of Hydrocarbons, The Science of Petroleum, vol. IV, Oxford
Univ. Press (London), 1938, pp. 2860-2883.

7. Jones, G. W., and Spolan, L: Inflammability of Gasoline Vapor-
Air Mixtures at Low Pressures. R. I. 3066, Bur. Mineg, Oct.
1946.

8. White, Albert Greville: Limits for the Propagation of Flame In
Inflammable Gas-Air Mixtures. Part III. The Effect of Tem-
perature on the Limits. Jour. Chem. Svc. Trans. (London}, vol.
CXXVII, pt. 1, 1925, pp. 672-684.

9. Briand, M., Dumanois, P., et Laffitte, P.: Sur I'infuence de la
température sur les limites d’'inflammabilité de quelques vapeurs
combustibles, Comptes Rendus, T. 197, Juillet 24, 1033,
P. 322-323. .

10. Briand, Marius: Influence de la température sur les limites
d'inflammabilité de mélanges de vapeurs combustibles avee
Tair. Ann. ’Office Nat, Combustibles Liguides, Ann. X, No. 6,
Nov.—~Dée. 1935, P. 1120-1164.

11, Guest, P. G.: Ignition of Natural Gas-Air Mixtures by Heated
Surfaces. Tech, Paper 475, Bur. Mines, 1930.



12.
13.

14,

15.

16.

17.

18.

19.

21.

22.

23.

24,

26,

27.

29

31

32.

33.

34,

35.

36.

. Moore, Harold:

. Sperling, Karl: Entziindungsmdoglichkeiten von Mineralslen.

RELATION BETWEEN INFLAMMABLIES AND IGNITION SQURCES IN AIRCRAFT ENVIRONMENTS

Glendinning, W. G.: Possible Cause of Aireraft Fires on Crash.
R. & M. No. 1375, British A. R. C., Jan. 1930.

Spencer, R. C.: Preignition Characteristics of Several Fuelz under
Simulated Engine Conditions. NACA Rep. 710, 1941,

Patterson, Stewart: The Ignition of Inflammable Gases by Hot
Moving Particles. Phil. Mag. and Jour. Sci., vol. 28, no. 186,
ser. 7, July 1939, pp. 1-23.

Serruys, Max: Experimental Study of Ignition by Hot Spot in
Internal Combustion Engines. NACA TM 873, 193S.

Dykstra, F. J., and Edgar, Graham: Spontaneous Ignition Tem-
perature of Liquid Hydrocarbons at Atmospheric Pressure.
Ind. and Eng. Chem., vol. 26, no. 5, May 1934, pp. 509-510.

Sortman, Charles W., Beatty, Harold A, and Heron, 8. D.:
Spontaneous Ignition of Hydrocarbons. Ind. and Eng. Chem.,
vol. 33, no. 3, March 1941, pp. 357-360.

Townend, D. T. A.: The Present Era in Combustion.
and Ind. (London), no. 44, Nov. 10, 1945, pp. 346-351.

Bridgeman, Osear, and Marvin, Charles F., Jr.: Auto-Ignition
Temperatures of Liquid Fuels. Ind. and Eng. Chem., vol. 20,
no. 11, Nov. 1928, pp. 1219-1223.

Spontaneous Ignition-Temperatures of Liquid
Fuels. The Auto. Eng., vol. X, no. 138, May 1920, pp. 199-204.

Ridley, H. G.: A Study of the Auto-Ignition of Fuel and Gil with
Respect to XB-29 Exhaust Tunnel Wall Temperatures. Rep.
No. D-4789, Boeing Aircraft Co., May 31, 1943.

Silver, Robert S.: The Ignition of Gaseous Mixtures by Hot
Particles. Phil. Mag. and Jour. Sei., vol. 23, no. 156, ser. 7,
April 1937, suppl., pp. 633-657.

Mullen, James W., II, Fenn, John B., and Irby, Moreland R.:
The Ignition of High Velocity Streams of Combustible Gases by
Heated Cylindrical Rods. Third Symposium on Combustion
and Flame and Explosion Phenomens, The Williams & Wilkins
Co. (Baltimore), 1949, pp. 317-329.

Jeufroy, A.: Btudes sur 'inflammabilité des carbures d’hydrogéne.
Chim. & Ind., Numéro Spéciale, Fév. 1929, P. 271(271C).

Chem.

Oel
und Kohle, Jahrg. 37, Heft 18, Mai 8, 1941, S. 329-333.

Wiezevich, P. J., Whiteley, J. M., and Turner, L. B.: Spontaneous
Ignition of Petroleum Fractions. Ind. and Eng. Chem., vol. 27,
no. 2, Feb. 1935, pp. 152-155.

Dallas, A. W., and Hansberry, H. L.: Determination of Means to
Safeguard Aircraft from Powerplant Fires in Flight. Part I.
Tech. Development Rep. No. 33, CAA, Sept. 1943.

Masson, Henry James, and Hamilfon, William F.: A Study of
Auto-Ignition Temperatures. III-(a) Mixtures of Pure Sub-
stances, (b) Gasolines. Ind. and Eng. Chem., vol. 21, no. 6,
June 1929, pp. 544-549.

Audibert, Etienne: Sur I'infiammation des mélanges grisouteux
par élévation de la température. Comptes Rendus, T. 218,
Jan. 10, 1944, P, 77-79.

. Morgan, J. D.: An Experiment on the Combustion of an Inflam-

inable Gas Mixture by a Hot Wire. Phil. Mag. and Jour. Sei.,
vol. 15, no. 98, ser. 7, Feb. 1933, suppl., pp. 410-412.

Shepherd, W. C. F., and Wheeler, R. V.: The Ignition of Gases
by Hot Wires. Paper No. 36, Safety in Mines Research Board
{London), 1927.

Aubert, M., et Pignot, A.: Sur l'inflammation par point chaud
des mélanges carbures-gir. Ann. I'Office Nat. Combustibles
Liquides, Ann. 6, No. 5, Sept.—Oct. 1931, P. 819-828.

Couriot, et Meunier, Jean: Action d'un conducteur électrique
incandescent sur les gaz qui l'entourent. Comptes Rendus,
T. 145, Dée. 9, 1907, P. 1161-1163.

Hoerl, Arthur E., Jr.: Ignition of Gases and Vapors by Sparks.
Gas, vol. 23, no. 12, Dec. 1947, pp. 60-63.

Hankins, G. A.: Ignition of Explosive Mixtures of Petrol Vapour
and Afr. Appendix I of R. & M. No. 796, British A. R. C,,
Sept. 1920.

Masson, Henry James, and Hamilton, Willism F.: A Study of Auto-
Ignition Temperatures. IT-Pure Compounds. Ind. and Eng.
Chem., vol. 20, no. 8, Aug. 1928, pp. 813-816.

37.

38.

39.

40.

41.

49.

51

52.

63.

b4

56.

57.

337

The Associated Factory Mutual Fire Insurance Cos.: Properties of
Flammable Liquids, Gases, and Solids. Ind. and Eng. Chem.,
vol. 32, no. 6, June 1940, pp. 880-884. .

Bayan, S.: La résistance des carburants & 1a détonation et leur tem-
pérature d’autoinflammation. Chim. et Ind., Vol. 38, No. 1,
Juillet 1937, P. 62 (24D).

Edgar, Graham: Ignition Temperatures of Aireraft Combustible
Liquids. SAE Jour. (Trans.}, vol. 45, no. 1, July 1939, p. 294.
Thompson, Norman J.: Auto-Ignition Temperatures of Flammable

Liquids. Ind. and Eng. Chem., vol. 21, no. 2, Feb. 1929, pp.
134-139.
Nygaard, E. M., Crandall, G. 8., and Berger, H. G.: Means of

Improving Ignition Quslity of Diesel Fuels. Jour. Inst. Petro-

leum (Londan), vol. 27, no. 214, Oct. 1941, pp. 348-368.

Egloff, Gustav, and Van Arsdell, P. M.: Octane Rating Relation-

ships of Aliphatie, Alicyclic, Mononuclear Aromatic Hydrocar-
bons, Alcohols, Ethers, and Eetones. Jour. Inst. Petroleum
(London), vol. 27, no. 210, April 1941, pp. 121-138; discussion,
pp- 139-142.

Tausz, J., and Schulte, F.: Determination of Ignition Points of

Liquid Fuels under Pressure. NACA TM 299, 1925.

‘ |

Morgan, J. D.: Principles of Ignition. Isaac Pitman & Sons, Ltd.

(London), 1942.

Lewis, Bernard, and von Elbe, Guenther: Ignition and Flame Sta-
bilization in Gases. A.S. M. E. Trans., vol. 70, no. 4, May 1948,
pPp. 307-314; discussion, pp. 314-316.

Guest, P. G.: Apparatus for Determining Minimum Energies for
Electric Spark Ignition of Flammehle Gases and Vapors. R. L
3753, Bur. Mines, May 1944,

Mixtures by Electric Sparks. II. Theory of the Propagation of
Flame from an Instantaneous Point Source of Ignition. Jour.
Chem. Phys., vol. 15, no. i1, Nov. 1947, pp. 803-808.

Blane, M. V., Guest, P. G., von Elbe, Guenther, and Lewlis,
Bernard: Ignition of Explosive Gas Mixtures by Electric Sparks.
Pt. III. Minimum Ignition Energies and Quenching Distances of

Mixtures of Hydroearbons and Ether with Oxygen and Inert

Gases. Third Symposium on Combustion and Flame and Ex-
plosion Phenomena, The Williams & Wilkins Co. (Beltimore),
1949, pp. 363-367.

Swett, Clyde C., Jr.: Spark Ignition of Flowing Gases. I-
Energies to Ignite Propane—Air Mixtures in Pressure Range of
2 to 4 Inches Mercury Absolute. NACA RM E9E17, 1949.

Blane, M. V., Guest, P. G., von Elbe, Guenther, and Lewis,
Bernard: Ignition of Explosive Gas Mixtures by Electric Sparks.
I. Minimum Ignition Energies and Quenching Distances of Mix-
tures of Methane, Oxygen, and Inert Gases. Jour. Chem. Phys.,
vol. 15, no. 11, Nov. 1947, pp. 798-802. -

Boyle, A. R., and Llewellyn, F. J.: The Electrostatic Ignitibility
of Various Solvent Vapour-Air Mixtures. Jour. Soc. Chem.
Ind, vol. 66, no. 3, March 1947, pp. 99-102.

Wheeler, Richard Vernon: The Ignition of Gases. Part ITI. Ig-
nition by the Impulsive Eleetrical Discharge. Mixtures of the
Paraffins with Air. Jour. Chem. Soc. Trans. (London), vol.
CXXYV, pt. II, 1924, pp. 1858-1867.

Wheeler, Richard Vernon: The Ignition of Gases. Part I. Igni-
tion by the Impulsive Electrical Discharge. Mixtures of
Methane and Air. Jour. Chem. Soe. Trans. (London), vol.
CXVII, pt. I, 1920, pp. 903-917.

Thornton, W. M.: The Reaction Between Gas and Pole in the
Electrical Ignition of Gaseous Mixtures. Proc. Roy. Soc.
(London), vol. XCII, no. A634, ser. A, Oct. 1, 1915, pp. 9-22.

. Morgan, John David: The Ignition of Explosive Gases by Electric

Sparks. Jour. Chem. Soec. Trans. (London), vol. CXV, 1919,
pp. 94104,

Morgan, J. D.: The Thermal Theory of Gas Ignition by Electrie
Sparks. Phil. Mag. and Jour. Sei., vol. 49, no. 290, ser. 8, Feb.
1925, pp. 323-336.

Wheeler, R. V.: The Electric Ignition of Firedamp: Alternating
and Continuous Currents Compared. Paper No. 20, Safety in
Mines Research Board (London), 1926.

JR—



338 REPORT 1010—NATIONAL ADVISORY COMMITTEE FOR ABRONAUTICS

58. Lakin, W. P., Thwaites, H. L., Skarstrom, C. W., and Baum, A. W.:
Fourth Annual Rep. on Fundamental Studies of Combustion.
Rep. No. RL-5M-48 (69), Esso Labs. (Standard Oil Development
Co.), Nov. 30, 1948,

59, Jones, G. W., and Kennedy, R. E.: Inflammability of Natural Gas:.

Effect of Pressure Upon the Limits. R. I. 3798, Bur. Mines,
Feb. 1945,

60, Nuckolls, A. H., Matson, A. F., and Difour, R. E.: Propagation
of Flame in Gasoline Vapor-Air Mixtures at Pressures Below
Atmospheric. Bull. of Res. No. 7, Underwriters’ Labs., Inc.,
March 1939.

61. Jones, G. W., and Qilliland, W. R.: Extinction of Gasoline Flames
by Inert Gases. R. I. 3871, Bur. Mines, April 1946.

62. Holm, John M.: On the Initiation of Gaseous Explosions by Small
Flames. Phil. Mag. and Jour. Sei., vol. 14, no. 89, ser. 7,
July 1932, pp. 18-56.

63. Holm, John M.: On the Ignition of Explosive Gaseous Mixtures
by Small Flames. Phil. Mag. and Jour. Sei., vol. 15, no. 98,
ser. 7, Feb. 1933, suppl., pp. 328-359.

64. Harris, Margaret E., Grumer, Joseph, von Elbe, Guenther, and
Lewis, Bernard: Burning Velocities, Quenching, and Stability
Data on Nonturbulent Fiames of Methane and Propane with
Oxygen and Nitrogen. Third Symposium on Combustion and
Flame and Explosion Phenomena, The Williams & Wilkins Co.
(Baltimore), 1949, pp. 80-89.

65. Friedman, Raymond: The Quenching of Laminar Oxyhydrogen
Flames by Solid Surfaces. Third Symposium on Combustion
and Flame and Explosion Phenomena, The Willlams & Wilkins
Co. (Baltimore), 1949, pp. 110-120.

66. Friedman, Raymond, and Johnston, W. C.: The Wall-Quenching
of Laminar Propane Flames as a Function of Pressure, Tempera-
ture, and Air-Fuel Ratio. Res. Rep. R-94451-4-B, Westing-
house Res. Labs. (E. Pittsburgh, Pa.}, Nov. 8, 1849,

67. Jost, Wilhelm: Explosion and Combustion Processes in Gases.
McGraw-Hill Book Co., Inc., 1048.

68. Forsyth, J. 8., and Garside, J. E.: The Mechanism of Flash-Back
of Aerated Flames. Third Symposium on Combustion and Flame
and Explosion Phenomena, The Williams & Wilkins Co. (Balti-
more), 1949, pp. 99-102.

69. Grupp, George W.: Diesel Ignition Hazard Tests for Mine Loco-
motives. Diesel Power and Diesel Trans., vol. 27, no. 3, March
1949, pp. 46-49.

70. Baird, John W.: How Powerpla.nt Installation Troubles Hampered
Airline Operations-1933-47, SAE Jour.,, vol. 57, no. 1, Jan,
1949, pp. 62-67.

71. Pesman, Gerard J.: Analysis of Multiengine Transport Airplane
Fire Records. NACA RM E8J19, 1950.

72. Glendinning,, W. G., and Drinkwater, J. W.: The Prevention. of
Fire in Aireraft. R. A. S. Jour., vol. 51, no. 439, July 1947, pp.
616-641; discussion, pp. 641-650.

73. Bennett, Neill G.: How to Cut Crash-Fire Dangers. Aviation
Week, vol. 50, no. 25, June 20, 1949, pp. 27-30.

74. Hutton, J. G., and Bogiages, P. C.: Electric Power Supply Prétec-’

tion on Aireraft.
pp. 27-32.

75. Holde, D.: The Danger of Electrically Excited Ignition of Flam-
mable Liquids, Chem. Abs,, vol. 19, no. 2, Jan. 20, 1925, p. 400.
(From Farben-Zeitung, vol. 29, 1924, pp. 1891-1893.)

76. Cooper-Key, A., et al.: Forty-ninth Annual Report H. M. Inspec-
tors of Explosives. Chem. Abs., vol. 19, no. 13, July 10, 1925,
p.2132. (From Pamphlet 51, H. M. Stationery Office (London),
1925.)

77. Brown, F. W., Kusler, D. J., and Gibson, F. D.: Sensitivity of
Explosives to Initiation by Eleetrostatie Discharges. R. I. No.
3852, Bur. Mines, Jan. 1948.

78. Heron, S. D., and Beatty, Harold A.: Aviation Fuels—Present and
Future Developments. Proceedings of Ninth Mid-Year Meeting
of American Petroleum Institute, see. III. Vol. 20M (III), pub.
by A. P. I. (New York), 1939.

79. Egerton, A., and Gates, S. F.: The Effect of Metallic Vapours on

Gen. Elee. Rev., vol. 51, no. 4, April 1948,

the Ignition of Substances. Jour. Inst. Petroleum Tech. (Lon
don}, vol. 13, 1927, pp. 244-255.

80. Anon.: Report of Subcommittee XXVIII on Autogenous Ignition
of Petroleum Products. A. 8. T. M. Proc., vol. 30, pt. I, 1930,
pp. 788-792.

81. Huff, Wilbert J.: Annual Report of the Explosives Division, Fiscal
Year 1041. R. 1. 3602, Bur. Mines, Jan. 1942.

82. Alt, Otto: Combustion of Liguid Fuels in Diesel Engine.

: TM 281, 1924,

83. Mondain-Monval, P., et Quanquin, B.: Température d'inflamma-
tion spontanée des mélanges garcux dair ¢t hydrocarbures
saturés. Influence de ls pression et du chauffage préable.
Comptes Rendus, T. 189, Nov. 25, 1929, P. 917-919.

84, Apon.: National Fire Codes. Vol. I. Nat. Fire Protection Assoc,
(Boston, Mass.), 1948.

85. Coffey, 8., and Birchall, T.: Spontaneous Ignition Temperatures
of Hydrocarbon-Air Mixtures. Jour. Soc. Chem. Ind., vol. 63,
no. 11, March 16, 1934, pp. 245-247.

86. Sullivan, M. V., Wolfe, J. K., and Zisman, W. A.: Flammability
of the Higher Boiling Liquids and Their Mists. Ind. and Eng.
Chem., vol. 38, no. 12, Dee. 1047, pp. 1607-1614.

87. Jones, G. W.: Inflammation Limits and Their Practical Applica-
tion in Hazardoua Industrial Operations. Chem. Rev., vol. 22,
no. 1, Feb. 1938, pp. 1-26.

BIBLIOGRAPHY

Anon.: Airplane Crash Fire Fighting Manusl. NFPA (Boston), 1946.

Anon.: Joint Discussion on the Ignition of Gases. The Colliery
Guardian and Jour. Coel and Iron Trades, vol. CXXX, no. 8375,
Sept. 4, 1925, pp. 555-556.

Anon.: Physical Constants of Paraffin Hydrocarbons.
Refiner, vol. 25, no. 5, May 1946, p. 130.

Anon.: The Correlation of Cetane Number with Other Physical Prop-
erties of Diesel Fuels. Jour. Inst. Petroleum (London), vol. 30,
no. 247, July 1944, pp. 193-197.

Allen, Augustine 0., and Rice, O. K.: The Explosion of Azomethane.
Jour. Am. Chem. Soec., vol. 57, no. 2, Feb. 6, 1935, pp. 310-317.

Anfenger, M. B., and Johnson, 0. W.: Friction Sparks. Vol. 22 (1)
(1941) of Proc. 22d Ann. Meeting American Petroleum Inst., see. 1,
Nov. 1941, pp. 54-66.

Boussu, Roger-G.: Limite d'inflammabilité des vapeurs du systéme
alcoolessence et d'un systdme triple & base d'alcool et d'essence.
Comptes Rendus, T. 175, Juillet 3, 1922, P. 30-32.

Burrell, G. A., and Robertson, I. W.: Effects of Temperature and
Pressure on the Explosibility of Methane-Air Mixtures. Tech, Paper
121, Bur. Mines, 19186.

CaIlendar, H. L.: Dopes and Detonation (1926).
CXXIII, Feb. 4, 1927, pp. 147-148.

Chappuis, J., et Pignot, A.: Limite d'inflammabilité des mélanges
gazeux. Chim. & Ind., Numéro Spécial, Fév. 1929, P. 228 (228C)~
230 (230C).

Cheppnis, James, et Pignot, A.: Sur la compression de gaz de ville
Comptes Rendus, T. 185, Déc. 19, 1927, P. 1486-1488.

Clark, G. L., and Thee, W. C.: Present Status of the Facts and
Theories of Detonation. Ind. and Eng. Chem., vol. 17, ne. 12,
Dec. 1925, pp. 1219-1226.

Cleveland Laboratory Aircraft Fire Research Panel: Preliminary
Survey of the Aircraft Fire Problem. NACA RM T8BI1S, 1948,
Coward, Hubert Frank, and Brinsley, Frank: The Dilution-limits of
Inflammability of Gaseous Mixtures. Part I. The Determination of
Dilution-limits. Part II. The Lower Limits for Hydrogen, Methane
and Cerbon Monozxide in Air. Jour. Chem. Soe. Trana. {l.ondon),

vol. CV, pt. 11, 1914, pp. 1859-1885.

Coward, H. F., and Guest, P. G.: Ignition of Natural Gas—Air Mixtures
by Heated Metal Bare. Jour. Am. Chem. Soc., vol. 49, no. 10, Ocf.
1927, pp. 2479-2486.

Gardner, William H.: Carelessness with Gasoline,
vol. 93, no. 9, Bept. 1940, pp. 446-448.

Hansberry, Harvey L.: Aircraft Power-Plant Fire Protection.
Eng. Rev., vol. 3, no. 10, Oct. 1044, pp. 0-16, 2327,

NACA

Petroleum

Engineering, vol.

Fire Engincering,

Aern,



RELATION BETWEEN INFLAMMABLES AND IGNITION SOURCES IN AIRCRAFT ENVIRONMENTS

Heélier, M. H.: Recherches sur les combinaisons gazeuzes. Ann. Chim.
et Phys., T. X, Tth Sér., 1897, P. 521-556

Jennings, Burgess H., and Obert, Edward F.: Internal Combustion
Engines. International Textbook Co. (Scranton, Pa.), 194L °

Jones, G. W.: Explosion and Fire Hazards of Combustible Anesthetics.
R. 1. 3443, Bur. Mines, April 1939.

Jones, G. W.. and Kennedy, R. E.: Limits of Inflammability of Natural
Gases Containing High Percentages of Carbon Diexide and Nitrogen.
R. L. 3216, Bur. Mines, June 1933.

Jones, G. W., and Scotf, G. S.: Limits of Inflammability and Ignition
Temperatures of Naphthalene. R. I. 3881, Bur. Mines, May 1948.

Kintz, G. M.: Some Information on the Cguses and Prevention of
Fires and Explosions in the Petroleum Industry. I. C. 7150, Bur.
Mines, April 1941,

Kohler, L.: Einordnung von Kraftstoffen nach der Cetanzshl.
und Kohle, Jahrg. 37, Heft 44, Nov. 22, 1941, 8. 903-905.

Lewis, Bernard, and von Elbe, Guenther: Physics of Flame and
Explosions of Gases. Jour. Appl. Phys., vol. 10, no. 6, June 1939,
pp. 344-359.

Mack, Edward, Boord, C. E., and Barham, H. N.: Calculation of
Flash Points for Pure Organic Substances. Ind. and Eng. Chen.,
vol. 15, no. 9, Sept. 1923, pp. 963-965.

Msackeown, S. 8., and Wouk, Vietor: Electrical Charges Produced by
Flowing Gasoline. Ind. and Eng. Chem., vol. 34, no. 6, June 1942,
pp. 669-064.

Mallard, et Le Chatelfer:
sur la combustion des mélanges gazeux explosifs.
T. IV, Sér. 8, 1883, P. 274-568.

}ason, Walter, and Wheeler, Richard Vernon: The Ignition of Gases.
Part II. Ignition by & Heated Surface. Mixtures of Methane and
Air. Jour. Chem. Soc. Trans. (London), vol. CXXI, pt. II, 1922,
pp. 2079-2091.

Mason, Walter, and Wheeler, Richard Vernon: The “Uniform Move-
ment" During the Propagation of Flame. Jour. Chem. Soe. Trans.
{London), vol. CXI, pt. II, 1917, pp. 1041-1057.

Alesson, Henry James, and Hamilton, William F.: A Study of Auto-
Ignition Temperatures. Ind. and Eng. Chem., vol. 19, no. 12,
Deec. 1927, pp. 1335-1338.

Aorgan, John David, and Wheeler, Richard Vernon: Phenomena of
the Ignition of Gaseous Mixtures by Induction Coil Sparks. Jour.
Chenw. Soe. Trans. (London), vol. CXIX, pt. I, 1921, pp. 239-251.

Miller, Bruno: Die Reibungselektrizitat in Rohrleitungen als Ursache
von Benzinexplosionen. Chemiker-Zeitung, Jahrg. 47, Nr. 14,
Feb. 1, 1923, 8. 97-98.

Naylor, C. A., and Wheeler, R. V.: The Ignition of Geses. VIIIL
Ignition by a Heated Surface. (8) Mixtures of Ethane, Propane, or
Butene with Air: (b} Mixtures of Ethylene, Propylene, or Butylene
with Air. Jour. Chem. Soe. (London), pt. II, 1933, pp. 1240-1247.

Naylor, C. A., and Wheeler, R. V.: The Ignition of Gases. Part IX.
Ignition by a Heated Surface. Mixtures of Methane and Air at
Reduced Pressures. Jour. Chem. Soe. (London}, pt. II, 1935,
pp. 1426-1430.

Naylor, Clement Albert, end Wheeler, Richard Yernon: The Ignition
of Gases. Part YI. Ignition by a Heated Surface. Mixtures of
Methane with Oxygen and Nitrogen, Argon, or Helium. Jour. Chem.
Soe. (London), pt. II, 1931, pp. 2456-2467.

Oehmichen, M.: La pression de vapeur et les limites d'inflammabilité
del’essenced indice d’octane de 87, aux températuresde 4 404 —50°C.
Chim. et Ind., Vol. 47, No. 1, Jan. 1942, P. 15 (13D).

Parker, Albert: Influence of Increase of Initial Temperature on the
Explosiveness of Gaseous Mixtures. Jour. Chem. Soc. Trans.
(London), vol. CIII, pt. I, 1913, pp. 93+-840.

Paterson, Clifford C., and Campbell, Norman: Some Characteristics of
the Spark Discharge and Its Effect in Igniting Explosive Mixtures.

Qel

Recherches expérimentales et théoriques
Ann, des Mines,

339

Proe. Phys. Soc. London, vol. XXXI, Dec. 1918-Aug. 1919, pp. 168-
227; discussion, pp. 227-228.
Payman, William, and Wheeler, Richard Vernon: The Propagation of

Flame through Tubes of Smail Diameter. Part II. Jour. Chem. Soe. . _

Trans. (London), vel. CXYV, 1919, pp. 36—15.
Porter, Horace C.: Ignition and Ignitibility.
vol. 32, no. 8§, Aug. 1940, pp. 1034-1036.

Ind. and Eng. Chem.,_

Reutensuer, Georges: Concentrations limites d’'inflamation et inflam~

mabilité des hydroearbures. Comptes Rendus, T. 212, Juin 30, 1941,
P. 1148-1150.

g

Riffkin, J.: The Ignition Quality of Diesel Fuels. Engiﬁéering; vi_ _

e

CXLVTI, no. 3808, Jan. 6, 1939, pp. 14.

Scott, G. 8., Jones, G. W., and Scott, F. E.: Determination of Ignition_
Temperatures of Combustible Liquids and Gases. Anal. Chem.,
vol. 20, no. 8, March 1948, pp. 238-241.

Stavenhagen, A., und Schuchard, E.: Uber des Verhalten von ex-
plosiblen Gasgemischen bei niederen Drucken. Zeitschr. ange
Chem., Bd. I, Jahrg. 33, Aufsatzteil, Nov. 16, 1920, S. 286-287.

Tanaka, Yoshio, Nagai, Yuzaburo, and Akiyama, Kinsei: Lower Limit
of Infiammability of Ethyl Aleohol, Ethyl Ether, Methyl Cyclo-
hexane and Their Mixtures. Rep. Aero. Res. Inst., Téky6 Imperial
Univ., vol. If, no. 21, March 1927, pp. 235-246. (In English.) )

Terres, E., und Plenz, F.: Uber den Einfluss des Druckes suf die Ver-
brennung explosiver Gas-Luftmischungen. Jour. f. Gasbeleuchtung

und Wasserversorgung, Jahrg. LVII, Nr. 47, Nov. 21, 1814, S. 990~

995; fortsetzung, Nr. 48, Nov. 28, 1914, S. 1001-1007; fortsetzung,
Nr. 49, Desz. 5, 1914, S. 1016-1019.

Thornton, W. AL: The Ignition of Gases by Condenser Discharge
Sparks. Proe. Roy. Soe. (London), vol. XCI, no. A623, ser. A,
Nov. 2, 1914, pp. 17-22.

Thornton, W. M.: The Ignition of Gases by Hot Wires. Phil. Mag. and
Jour. Sei., vol. XXXVTIII, no. 227, Nov. 1919, pp. 613-633.

Thornton, W. M.: The Mechanism of Gas Ignition. Rep. 818t Meeting,
British Assoc. Advancement of Sei. (Liverpool), Sept. 12-19, 1923,
Pp. 469-470.

.

——— Y

Townpend, Donald T. A., and Mandlekar, M. R.: The Influence of Pres- o

gure on the Spontaneous Ignition of Inflammable Gas-Air Mixtures. _

I-Butape-Air Mixtures. Proe. Roy. Soe. (London), vol. CXLI,
no. A844, ser. A, Aug. 1933, pp. 481-193.

Townend, Donald T. A., and Mandlekar, M. R.: The Influence of Pres-
sure on the Spontaneous Ignition of Inflammable Gas-Air Mixtures.
II-Pentane-Air Mixtures. Proe. Roy. Soc. (London), vol. CXLIII,
no. A848, ser. A, Dee. 4, 1934, pp. 168~176.

Treer, M. F.: Ignition Temperature of Pure Hydrocarbons and Motor
Fuels. Fuel in Sei. and Practice, vol. XIX, no. 6, July 1940,
pp. 149-152.

van der Hoeven, H. W.: Flammability of Propane-Air Mixtures. Ind.
and Eng. Chem., vol. 29, no. 4, April 1937, pp. 445-446.

Viallard, R.: Ignition of Explosive Gas Mixtures by Electric Sparks.

Minimum Ignition Energies. Jour. Chem. Phys., vol. 16, no. §,
May 1948, p. 655.
von Elbe, Guenther, and Lewis, Bernard: Theory of Ignition, Quench-

ing and Stabilization of Flames of Nonturbulent Gas Mixtures.

Third Symposium on Combustion and Flame and Explosion Phe- "~

nomens, The Williams & Wilkins Co. (Baltimore), 1949, pp. 68-79.
Walls, N. S, and Wheeler, R. V.: The Ignition of Firedamp by Momen-

tary Fiames. PartI. Rintoul, W., and White, A. G.: The Ignition of _

Firedamp by Momentary Flames. Part II. Paper No. 24, Safety in
Mines Res. Board (London), 1926.

Yannaquis: The Influence of Temperature on the Limite of Inflamma-
bility of Alecohols. Chem. Abs., vol. 23, no. 21, Nov. 10, 1629,
p. 5319. (From Ann.1'Office Nat. Combustibles Liquides, vol. 4, 1926.
pp. 303-316.1



340
TABLE I—SURFACE IGNITION TEMPERATURES OF
SEVERAL INFLAMMABLES IN AIR

(a) Ignition surfaces, heated 6-inch-diameter steel tube and open steel
plate (reference 72)

Ignition temperature
CF) Flash
Fuel p(g%:)t
Tube
3] Plate
Qasoline (unleaded) 478 >1238 —44
lOO-Oetane aviation gasoline (leaded). . 1238 —44
Karosen 47 1202 108
Hydmu]ic fleid... 455 752 302
Lubrieating ofl. oo oeem oo 573 808 482

+ Heated-surfnce {gnition environments.

(b) Ignition surfaces, heated nickel or iron plates (reference 24)

Plate, 0.5 or 1.0 mm by 46 mm by 140 mm; tez:(femtures measured by iron-constantan
thermocouple soldered to plate.]

Burface

ignition
Fuel temperature
(°F)
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TABLE II—EFFECT OF IGNITION-SURFACE COMPOSITION
ON SURFACE IGNITION TEMPERATURES OF SEVERAL
FUELS IGNITED IN AIR BY STATIC CRUCIBLE METHOD

(a) Data from reference 40
[All configurations are 108-cc cylinders except pyrex surface, which is 125-ce spherica
configuration.]

Burface fgnition temperature
CF)
Fuel
Pyrex Copper mﬁﬁb‘m Chromium
n—Eeixine .............. M 510 516 513
n-Heptane. _.___._____ 452 481 484 483
Isobutyl alcohol ........ 825 861 202 862
Gasoline (Secony). ... 467 534 550 559
(b} Data from reference 36
[Ignition volume, 1180 cc; ignition lag, 1 sec.]
8urface Ignition
N tamgemture
Fuel ¥)
Platinum Pyrex

n—Pentsne (technical grade).._.__... 1074 1009

Hexans 088 959

850 815

1042 [h]

903 930

- 1213 1144

TOIeNe. - cee o cee e e a e nmme 1171 1119

Mesitylene. oo — 1150 1110

ﬁ&knu ......... 1144 1108

1 alechol. . 1065 997

EthyT alcohol (ahs.). 1035 1011

n-Propyl alcohol..__ 1004 979

Benzylaleobol . . oo . jox]) 820

Isopropyl alcohol.. .- 1148 000

Isof uty aleohol.____ 1008 972

Isoamyl aleohal. . _ 084 840

Ethylene glyool. ..o oo 972 856

TABLE ITI—EFFECT OF OCTANE NUMBER ON SURFACE IGNITION TEMPERATURE OF UNLEADED LIQUID FUELS
IGNITED IN AIR BY DYNAMIC CRUCIBLE METHOD OF IGNITION (REFERENCE 78)

A.S.T.M.ndlstﬂla.t{on
Surfsce igni. R
Octane tion temper- — Reild vapor
Fuel number "(5’#')" "(22.‘)"' brgum Percantage svaporated (b7t 1005 )
= Doint 10 50 90
. Certified 2,2 4-trlxnethy]pentane ......... 100 970 Fang 211 M 211 13
| Paraffinie safety .................... 29 930 110 30 340 342 34 about 0.1
Straight-run fasollne plus iscoctane plus 85 910 158 212 57 7.0
isopentane clal blend) IAx, INAT. mar. max.
Diisobutylene (mixture of 2 isomers) b 84 to 100+ 880 20 |eoee--
Aromatio safety fuel. 75 780 110 an 338 354 381 about 0.1
Btralght-run eviation gasoine.......... 74 830 |eeeoao [ 158 212 257 7.0
Certified n-heptane...o...oo._._. 1] 490 t7% 0530 ________ 209 200 200 200 1.6
4

. A{r flow rate]. 50 co/min at atmospheric pressure and temperature; fuel addition, 0.0I ml from pipette at 2-minute intervals; ignition surface,

b Depend.s on knock test method.
° Nonlgnition zone from 540 to 760° F.
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TABLE IV—EFFECT OF ADDITION OF TETRAETHYL LEAD -
ON SURFACE IGNITION TEMPERATURE OF SEVERAL o

FUELS AS DETERMINED BY DYNAMIC CRUCIBLE —
METHOD S

(a) Data from references 79 and 17

tensperatare | temperapure
pers|
Fusel wﬁgut Increaze with | Reference
TEL TEL
(°F) (“F)
95 = 135 70
07 =83 v
816 & 149 v
860 =148 v
1274 =32 70
906 s 49 o
838 =168 7
450 b {32 17
48 w341 17
965 b g2 g
K2 »% 17
*0.25 percent by volu.me TEL added (appmxmmtely 9.5 co/gal). A.Ir- .=
flow rate, 330 ce/ el drop size, 0.013-0.013 cc); fgnltion swiace, LT
'Bediml TELaded. (Alr-flow mte,Mcq( s fuel drop size,Sm:)
ignitlon surface, stainless ateel.

(b) Surface ignition temperatures obtained from reference 78

Tgnitfon A, B. T. M. distillation (°F} i
e vy | mimiy Rt —=
perature - | merease - eld vapor i
Fuel out TEL TEL Flaahﬂo[n.t Percentage evaporated pressure’ . .
CH CE Inftfal boll- (b at 100° F) i
Ing point ——
(= (3 10 & 80 st
Certified n-heptane. ..o e oo aes Mx . 5 200 200 200 209 L6
[
Cemﬂed 2,2.(-trlmethylpentane 870 20 a1 211 211 21E LS
. yfoel 030 60 110 330 340 342 34 about 0.1
; &mmatic sfet.y 1373 DR 80 20 110 azr 338 35¢ 381 about 0.1 . —
¢ Btraight-run aviation gasoline 830 40 158 212 257 7.0 -
: max. IDAX, maz. max. T
. Straight-run e plus isooctane plus isupentane |
(cummerc blend) 910 5 158 212 257 7.0 I —
mar. IDAT. mAar. mar. o
N

’I‘EI: Adtaggw rate, 50 ce/min at atmospheric pressare and temperature; fuel addition, 0.01 ml from pipette at 2-minute intervals; ignition surface, stalnless steel: 3 cc/gal
a

® Nonignition zons from 540 to 760° F.
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TABLE V—IGNITION TEMPERATURES OF VARIOQOUS FUELS AND OILS
[All results from experiments condueted at atmospherfo pressure and temperature unless otherwise noted.)

’ Ignition Ignition
Fuel Fuel specification Reforence gg{ggg atﬁ.ﬁ%g’:m Igniting surface Iag tmz:upr%n-
' ) (sec) CF)
nx— 40 o)
62.0° A, P. 1; initial bofling point, 111° F____.__.. 23 »
a!
............ 40 ®
.B" A.. P. L; bolling range, 111°-324° F._..__...__ % .
L3
80 n
AP, L; un]ea.ded 73 octane. . - 61,81 0
Avliation gasoline. £3.8° A. P. I} bolling range, 100°-327° ko .
Aviation gasoline. 63.8° A, P. L.; bolling range, 106°-325° F 80 x
Aviation gasoling 63L.8° A . P. I.. bolling range, 135°-3256° F 8 D
Aviation gasoline. B8 A P.1; , 100°-327° F F 80 .)
Gasoline..._....-- ..| 68.8° A, P. L urlen ed octans.___ .. 61,81 .
Gusollne_.._.--__.._._.__ 06.1° A, P, 1. unleaded; 100 octane. .. 61,81 e
Qasoline. . ... Mean boé]ing polnt, 8 Foeroe B2 \
Safety fuel .. .. Unleaded; 75 octane; aromatio.._. 30 <
Safety fuel. ... Unleaded; 89 oct.ane. parafinio. .. ... e ——— 38
Aviation gasoline. Leaded: 100 0CLATI® . oo - - - e como oo — 39
Aviat] Etralx]ﬂ run. ... g (
18 (;;
Unleaded; flash point, —44° F g
Leaded; 100 cctane; flash point, —44° F. 2
25 5 b | S Coppe
Fromsheleofl. . . oo aeen — ﬁ 5 Alr__ Iron or nickel
Rumantan. . _._... 5 Alr.. Iron or nickel.
| Unlended; flash point, —44° F . roeeeemeenn Lo ) $Feemvoacoo| Bteel e
Leaded; 100 octane; flash point, —44° F_ . ... g -3 &
s 17)
Bo! range, 100°400° F; flash polnt, —50° to i/ S IO S U 435
_ﬂi:sxg F; specifie gmv[ty,d
38 53§
1. S WA IS Sl o 808
Shell. 79 800
Water white__ ... 39 530
Flash point, 108° F--_ 72 417
Flash point, 108° F.__ 2 | @ | Akl Bteel il 1202
Flash 6;n)oim, 100°-168° F. ..ot 87,84 N 490
Alreraft Inbricating oll .. mid-continent solvent extracted.._....... 50 . 780
joat] i TN N () T (VN | SO ) -\ [ — <80 750
72 | 0 | A Bfeel .. 572
Lubricatin [ 72 | ;) | Abro . ]Bteel. oo 806
Naval lub) ca.t.l roll.. .| N.B. 2136 8 | (®__ | A en..| Pyrex....... LA J—— 683
Turbine lubrieating oll. . .| Open-cup flash point, 400° F........ S — [T S PSR  [SPEUPASPRrR SOty 700
s Statle crucible method. « Loweat temperature measured. ¢ Dynamic heated-tube method. Liquid dro on heated metal pl.lte.
b A verage of five trials. d Dynamic erueible method. f Liquid dropped Into beated’ ron or steel tube (static). l- A TM

TABLE VI—LIMITS OF INFLAMMABILITY OF GASOLINES AND KEROSENE IN AIR

[Al] results sre from [nvestigations conducted at atmospherie pressure and temperature uniess otherwise noted.]

o B C Lower b Upper

Fuel Bpecifieation Reference Ignition source Ignition environment Ifim)it 5“‘
» L)

Gasoline. ... 87 8park or flame........ Vertical tube.......... 140 6.90
Upedﬂc grs.vlty, 0.75; elwed-cup ﬂa.!h g{)lnt —50° to —45° F 37,84 |- 1.3 8.0

nlieaded; 100 actane; 66.1° VP, 3.25 1bjaq in. at 61 Aleohol flame. .- Vertieal tubg. .oeeoooae 146 7.40

U%eeded. 92 octane; 68.9° A. P. L; RVP, 8.52 Ibfsq in. at 61 Aleohol flame. ... Vertical tube.__ ... L3 7.60

Unleuadad, 78 octane; 66.8° A. P. L; RVP, 8.87 Ib/sq In. at 61 Alcohol flame.. ... --| Vertical tube.......... L 50 7.60

Kerosens.....| Clesed-cup fiesh point, 100°-165° F 37,84 Alcohol flame. ........| Vertical tube.......... }“ ?g ;go

s Inflammability limits are volametrio peroentages of fuel in fuel-air mixture.



